Table of Contents

Preface, Committees and Sponsors

Chapter 1: Composite and Polymers

Comparison of Two Methods for Testing the In-Plane Shear Property of 3D Stitched Plain Woven C/SiC Composites
H.J. Xu, L.T. Zhang and L.F. Cheng 3

Effect of Jute Fiber’s Thermal Degradation on the Fiber Strength and its Polymer Composites
T. Fujiura, R. Nakamura, T. Tanaka and Y. Arao 7

Effect of Specimen Thickness on Fatigue Limit in Carbon Composites
C. Makabe, T. Nakayama, M. Fujikawa, K. Arakawa and D.D. Chen 13

Effect of Thermal Cycling after Water Absorption on Flexural Property of CFRP
N. Iijima, H. Katogi and K. Takemura 19

Effect of Water Absorption and Resin Particle on Interfacial Shear Strength of CF/MAPP
T. Haru, H. Katogi and K. Takemura 23

Epoxide-Modified SiO$_2$@Epoxy Nanocomposite for Enhanced Mechanical Properties
D. Yuan, X.W. Zhang, X.S. Fan and C.B. He 27

Estimation of Mechanical Behavior for Particulate Reinforced Composites at Different Temperatures
B.H. Seo and J.H. Kim 32

Experimental Investigation on the Behavior of Hollow GFRP Pipes Subjected to Transverse Impact
D.X. Xiong, T.Y. Wang and J.Y.R. Liew 36

Fabrication and Performance Evaluation of Cellulose Nanofiber/PVA Composite Films
N.H. Noor Mohamed, H. Takagi and A.N. Nakagaito 40

Flow Characteristics of Basalt Fiber Reinforced Composite Processed by Liquid Resin Infusion on Temperature

Improvement of the Functionalities of Natural Rubber/Cellulose Composites Using Epoxidized Natural Rubber
K. Araki, S. Kaneko, K. Matsumoto, A. Nagatani, T. Tanaka and Y. Arao 51

Influence of Alkali Treatment on Mechanical Properties of Poly Lactic Acid Bamboo Fiber Green Composites
S. Maruyama, H. Takagi, Y. Nakamura, A.N. Nakagaito and C. Sasaki 56

Mechanical Performance of Carbon Nanotube-Reinforced Nanocomposites

Polyamide 11/Clay Nanocomposite Using Polyhedral Oligomeric Silsesquioxane Surfactants
S.Q. Wang, M. Sharma and Y.W. Leong 65

Solvent Exchange to Exfoliate Graphene Oxides into Epoxy with Improved Mechanical and Thermal Properties
F.K. Wang and C.B. He 69

Synthesis and Characterization of Polyurethane/Clay Nanocomposites
S.L. Sin, H. Yan and J.W. Xu 73

The Characterization of Discontinuous Carbon Fiber Mat Reinforced Epoxy Composite Materials
E.S. Lee, D. Buecher, S.H. Jang, D.Y. Lim and K.Y. Kim 77

Ultrasonic Cure Monitoring of GFRP Laminates
A. Wada, C.H. Pak, E. Kitagawa, H. Ito and Y. Sasaki 82

Wear Resistance Properties of Nylon-SiC Hybrids Composites
M. Sharma, S.Q. Wang and Y.W. Leong 88

Adamantane-Modified Polyurethanes: Effect of Hydroxy Group of Adamantane on the Properties of Polyurethanes
Z.R. Lau, S.L. Sin, H. Yan and J.W. Xu 92
Controlled Physical Gelation of Thermoresponsive Poly(2-propionamidoacrylic acid) Aqueous Solution
K. Minagawa, G. Shiizaki, Y. Arakawa, Y. Imada and M. Tanaka 96

Residual Stress Measurement of Industrial Polymers by X-Ray Diffraction
D. Taisei, M. Nishida and O. Junichi 100

Chapter 2: Properties and Processing Technologies of Metals and Alloys

Corrosion Rate of Steel in Fly Ash Concrete Containing Chlorides
K. Miyata, T. Ueda and M. Tsukagoshi 107

A Study on Laser Weldability of Al-Si Coated Boron Steel According to Hot-Stamping Heat Treatment
J.D. Kim, S.Y. Choi and M.K. Song 113

A Study on the Weldability of INCOLOY 825 Alloys and STS316L Alloys
P.S. Kim, S.Y. Choi, Y.S. Kim and J.D. Kim 118

Change in Residual Stress of TiN Coating Material during Heat Treatment in an Air Atmosphere
T. Matsue, M. Nishida and T. Hanabusa 125

Development of Forming Method for Aluminum Alloy Channel with Curvature and Modified Cross-Section Shape in Rotary Draw Bending
K. Ito, N. Utsumi and M. Yoshida 130

Effects of Cr or Mo Compositions on Mechanical Behavior of Fe-Base Bulk Amorphous Alloy
B.T. Jang and Y.I. Kim 136

High Cycle Fatigue Characteristics of Aluminum Alloy by Shot Peening
K.K. Oh, Y.W. Kim and J.H. Kim 142

Improvement of Corrosion Resistance of Carbon Steel by AlH-FPP with Cr/Ni Hybridized Particles

Texture Formation Behaviors in AZ80 Magnesium Alloy during High-Temperature Plane Strain Compression

The Effects of Two-Step Solution Heat Treatment of Al-6Si-2Cu Alloy for Lightweight Automotive on Mechanical Properties
S.P. Hong and C.S. Kim 158

Surface Structure and Emissivity of Aluminum Nitride Films
M. Yoshida, N. Utsumi, R. Ichiki, J.H. Kong and M. Okumiya 163

Lüders Band Propagation Monitoring in Railway Steels
J.G. Kim 169

Dominant Variables for Hardening of Axle Shaft through High Frequency Induction Heating
M.H. Park, J.K. Choi, K.S. Nam, D.U. Lee and S.S. Lee 173

Polarization Characteristics to Wear Ratio of Anti-Fouling Paint

A Review of Simple Methods for Arresting Crack Growth
M.S. Ferdous, K. Naka, C. Makabe and T. Miyazaki 185

Experimental Investigation on Image-Based Crack Recognition Characteristics

Chapter 3: Materials for Electronics and Optoelectronics

Deposition of IGZO or ITZO Thin Films by Co-Sputtering of IZO and GZO or ITO Targets

Eco-Friendly Glass Color Coating Process Using RF Magnetron Sputtering
J.W. Kim, Y.M. Park, D.W. Kim, K. Tulugan and T.G. Kim 203
Effect of Temperature on Optical and Photovoltaic Properties of nc-TiO$_2$ Thin Films for Dye Sensitized Solar Cell

Electrical and Optical Properties of ZnO:Ag Thin-Films Depend on Lamination Formation by DC Magnetron Sputtering
J.W. Lee, Y.H. Kim and C.W. Park 211

Morphological, Electrical and Optical Properties of Al-Doped Zinc Oxide Nanorods
R.R. Kothawale and R.M. Mohite 218

Spectroscopic Ellipsometry Study on Strain Evolution of Transparent Conductive Thin Films Prepared by RF Sputtering Method

Surface Plasmon Properties of Silver Nanostructures Fabricated Using Extremely Non-Equilibrium, Hot and Dense Plasma
M.P. Srivastava and B.D. Naorem 226

Ethanol Vapour Sensing Property of Nitrogen Doped ZnO Fabricated by Spray Pyrolysis
A.V. Patil, S.B. Handge, C.G. Dighavkar, R.N. Shelar and D.R. Patil 231

Effect of Environment on Sn Whisker Growth during Welding of Electronic Wires

Effects of Heat Annealing on the Gas Sensing Properties of Spin Coated Unsubstituted Copper Phthalocyanine Films
A. Datir, P. Koinkar and S. Chakane 241

Chapter 4: Non-Metals and Building Materials

Effect on the Flow Properties of the Mortar Using Micro-Nano Bubbles
T. Maruyama, N. Takahashi, S. Hashimoto and S. Date 249

Effects of Specimen Size and Temperature Condition on Compressive Fracture Behavior for ATJ Graphite
H.S. Choi and J.H. Kim 253

Influence of Complex Additives on the piezoelectric and Dielectric Properties of PZT Ceramics
E.J. Lee and B.W. Lee 259

Solution Spray Controlled Polymorph Selective Synthesis of Lead Chrome Nanocrystals

Study on Vibration Properties of Fresh Concrete with Simple Test Method
Y. Yamada, S. Hashimoto, C. Hashimoto, T. Watanabe and S. Date 267

Resistance Performance of Concrete Using both Blast Furnace Slag Cement and Fly Ash against Chloride Attack and Carbonation
K. Miura, T. Ueda and M. Tsukagoshi 271

Effect of Nitrogen Addition on Synthesis of Nanocrystalline Diamond Films on Tungsten Carbide Substrate by Flame Combustion Method Using High-Purity Acetylene
M. Takahashi and O. Kamiya 277

Chapter 5: Materials in Environmental and Biomedical Engineering

Effect of Aging Method on Adsorption and Elution of Phosphate in Mg/Fe Layered Double Hydroxide
Y. Ogawa, M. Kurashina, E. Kanezaki and T. Yamamoto 287

The Hydrophobic Effect on Electrodeposition of Billirubin Oxidase CotA
T. Watanabe, Y. Yamada, H. Sakuraba, M. Yasuzawa, T. Takayanagi and T. Yabutani 291

Synthesis and Applications of Smart Gels in Removal of Toxic Metals
295

Influence of Alkali Concentration on Morphology and Tensile Properties of Abaca Fibers
M. Cai, H. Takagi, A.N. Nakagaito, K. Kusaka, M. Katoh and Y. Li 302

Synthesis and Biological Study of 2-((5-aryl-4,5-dihydro-1-substituted-pyrazol-3-yl)-Substituted-Naphthalene-1-Ol
S. Bhandarkar and B. Khobragade 306
Cytotoxicity Assessment of SH-SY5Y Cells Grown on Graphene Sheet
H.G. Oh, H.G. Nam, K.H. Jhee, J.M. Lim and K.S. Song