Table of Contents

Sponsors and Committees
Preface

1. Aluminium Alloys

Fold Defects in Aluminum Alloy A356 Lost Foam Casting
S. Jagoo, C. Ravindran and D. Nolan 1

Effect of Scandium Addition on Aging Behavior of 6061 Aluminum Alloy
T. Nakamura, T. Matsuo, M. Ikeda and S. Komatsu 7

Forging Effect of Al6061 in Casting/Forging Process
O.H. Kwon, D.J. Cha, W.B. Bae and J.R. Cho 13

H.T. Zhang, H. Nagaum, Y.B. Zuo and J.Z. Cui 18

Alpha-Case Controlled TiAl Alloys Castings for Automotive Application
S.Y. Sung, B.S. Han and Y.J. Kim 24

A Study on the Manufacture of Aluminum Grain Refiner by Flux Reaction
M. Ryou, S.K. Kim, D.H. Joo, Y.J. Choi and M.H. Kim 29

The Influence of Strain on Semi-Solid Behavior in AC4C Aluminum Alloy Billet by One Way Torsion Working
N. Sugie, M. Furui and H. Anada 35

Influence of the Cooling Rate on the Iron Solubility in High Purity Aluminum Made by the Melt Spinning Method Using the Rotating Single Roller
S. Shimizu, M. Furui and H. Anada 41

Casting and Extrusion of 7003 Alloy Billets Having Complete Feathery Crystal by Using Unidirectional Solidifying Process
Y. Fujimoto, M. Furui and H. Anada 47

Influence of SO2 Concentration on Initial Corrosion of Aluminum in Marine Atmosphere
D.S. Han, D. Li and T.L. Zheng 53

Influence of Cooling Rate on the Size of the Precipitates and Thermal Characteristic of Al-Si Cast Alloys

2. Biomaterials

Bone Tissue Engineering: Natural Origination or Synthetic Polymeric Scaffolds?
S. Danti, M. Lisanti, S. Berrettini, M. Petrini and A. Pietrabissa 65

Preparation and Characterisation of New Titanium Based Alloys for Orthopaedic and Dental Applications
A. Nouri, X.B. Chen, P.D. Hodgson and C.E. Wen 71

Engineering Biomaterials Surfaces Using Micropatterning
L. Gagne and G. Laroche 77

Atomic Force and Confocal Microscopic Studies of Collagen-Cell-Based Scaffolds for Vascular Tissue Engineering
L. Amadori, N. Rajan, S. Vesentini and D. Mantovani 83

Surface Modification of TiZr Alloy for Biomedical Application
X.B. Chen, A. Nouri, P.D. Hodgson and C.E. Wen 89

Real-Time PCR Quantification of Protein Expression in Skin Equivalent Monoculture and Coculture Model
T.W. Wang, H.C. Wu, J.S. Sun and F.H. Lin 95

Tissue Engineering of Vascular Graft
H.C. Wu, T.W. Wang, J.S. Sun and F.H. Lin 101

Development of Degradable Fe-35Mn Alloy for Biomedical Application
H. Hermawan, D. Dübé and D. Mantovani 107
Degradation Behaviour of Metallic Biomaterials for Degradable Stents
H. Hermawan, M. Moravej, D. Dubé, M. Fiset and D. Mantovani 113

Evaluation of the Adhesion of Ultra-Thin Teflon-Like Films Deposited by Plasma on 316L Stainless Steel for Long-Term Stable Drug-Eluting Stents
F. Lewis, B. Maheux-Lacroix, S. Turgeon and D. Mantovani 119

A New Technique of Titanium and Segmented Polyurethane Complex through 3-(Trimethoxysilyl) Propylmethacrylate for Artificial Implants
H. Sakamoto, H. Doi, E. Kobayashi and T. Hanawa 125

3. Surface Engineering/Coatings

Selective Oxidation during the Austenitic Annealing of a CMnSi Steel
T. van de Putte, Z. Zermout, D. Loison, S. Claessens and J. Penning 129

Microstructure and Properties of Laser Fused Nickel Based Self Fluxing Alloy Coating
Y. Li, K. Nishio, M. Katoh and T. Yamaguchi 135

Micro- and Nanoscaled Titanium Surface Structures Textured by Electrolytic Plasma and Etching Methods
U. Beck, R. Lange and H.G. Neumann 141

Low Temperature Crystallization and Structural Modification of Plasma-Sprayed Hydroxyapatite Coating with Hydrothermal Treatment
C.W. Yang, T.S. Lui and E. Chang 147

Microstrain Determination in Individual Grains of Laser Deposited Cladding Layers
U.O.B.d. Oliveira, V. Ocelik and J.T.M. de Hosson 153

Analysis of the Intermetallic Compound Formed in Hot Dip Aluminized Steel
K.H. Kim, B. van Dalee, G. Van Tendeloo, Y.S. Chung and J.K. Yoon 159

Pitting Corrosion of TiN Coated Dental Cast Alloy with Casting Methods
S.J. Kim, Y.M. Ko and H.C. Choe 164

Study of Indium Oxide Rod-Like Structures Synthesized Using Metalorganic Chemical Vapor Deposition
H.W. Kim and S.H. Shim 169

Solid Free-Form Fabrication of Metallic Components
A. Kagawa, M. Mizumoto and T. Ohgai 175

Interfacial Reaction and Bump Shear Property of Electroplated Sn-37Pb Solder Bump with Ni under Bump Metallization during Multiple Reflows
J.M. Koo and S.B. Jung 181

The Study of Immobilization Thermal-Sensitive Hydrogel onto ePTFE Film Use the Cold Plasma and Photo-Grafting Technique

Laser Alloying with WC Ceramic Powder in Hot Work Tool Powder Using a High Power Diode Laser (HPDL)
M. Piec, L.A. Dobrzański, K. Labisz, E. Jonda and A. Klimpel 193


Immobilization of Poly(Ethylene Glycol) Terminated with Amine to Titanium Surface by Electrodeposition Y. Tanaka, H. Doi, Y. Iwasaki, T. Yoneyama and T. Hanawa 205

4. Composites

Fabrication Process of Carbonaceous Fiber Reinforced Al and/or Mg Alloy(s) Composites by Squeeze Casting
H. Uozumi, K. Kobayashi, C. Masuda and M. Yoshida 209

Properties of Cu-TiB2 Composites Fabricated by In-Situ Liquid Melt Mixing Process

Study of Waste Plastics as Composites Material in Cement Concrete Construction P. Parasivamurthy 220

Nanostructured TiC1-X·TiB2 Composites Obtained by Metastability Processing I.C. Atiás Adrián, D. Vallsauri, Z. Zhang, A. Chrysanthou, B. DeBenedetti and I. Amato 225
(TiB+TiC) Hybrid Titanium Matrix Composites Shot Sleeve for Aluminum Alloys Diecasting
B.J. Choi, S.Y. Sung and Y.J. Kim 231

Fabrication of MgB$_2$/Al Composite Material
M. Morobayashi, K. Matsuda, T. Saeki, S. Ikeno, K. Nishimura and K. Mori 236

Microstructures and Mechanical Properties of Al/Al$_2$O$_3$ Cermet Composites Reinforced by Al/Al$_2$O$_3$ Core-Shell Particles
H.M. Kou, Y.B. Pan and J.K. Guo 240

Refine Yttria Powder and Fabrication of Transparent Yb,Cr:YAG Ceramics
Y.S. Wu, J. Li, Y.B. Pan, J.K. Guo and Q. Liu 246

Influences of Strontium Addition and Whisker Content on Solidification Behavior of SiC$_w$/Al-18Si Metal Matrix Composites
H.M. Wei, L. Geng and X.X. Zhang 251

Room-Temperature Deformation Behavior in the Localized Regions W-80vol%Cu Composite
H. Hanado and Y. Hiraoka 255

5. Hydrogen & Fuel Cells Technologies

Fabrication and Microanalysis of Nano-Structured CuO$_x$-CeO$_2$ Catalysts for CO Oxidation Reaction
B. Šmíd, T. Mori, M. Takahashi, D.R. Ou, V. Matolin and I. Matolinova 261

Physicochemical Transport Properties of Aqueous Sodium Metaborate Solutions for Sodium Borohydride Hydrogen Generation and Storage and Fuel Cell Applications
C.R. Cloutier, A. Alfantazi and E. Gyenge 267

Hydrogen Detection by a GaAs-Based Transistor with a Palladium (Pd) Thin Film Gate Structure

Temperature Distribution within a Compressed Gas Cylinder during Fast Filling
C.J.B. Dicken and W. Mérida 281

A New Technique for the Rapid Manufacturing of Direct-Oxidation Anodes for SOFC's
N. Ben-Oved and O. Kesler 287

Processing of Ce$_{1-x}$Gd$_x$O$_{2-δ}$ (GDC) Thin Films from Precursors for Application in Solid Oxide Fuel Cells
L. Rose, M. Menon, K. Kammer, O. Kesler and P.H. Larsen 293

Air Plasma Spraying of LSM/YSZ SOFC Composite Cathodes
B.D. White and O. Kesler 299

Effect of Water Vapor in Air on the Oxidation Behavior of Ferritic Stainless Steels for SOFC Interconnects

Water Transport through Proton Exchange Membranes
T. Romero-Castañon and W. Mérida 310

Evaluation of the Fe(III)/Fe(II) Redox Fuel Cell Cathode Couple in a Bioelectrolytic Solution
F. Moraw, K. Fatih, D. Wilkinson and F. Girard 315

The Analysis and Design of Microchannel Reactors
C.A. Bellemare-Davis, K. Karan, J.G. Pharoah and G. Zak 321

Preparation of Fast Proton- Conducting Phosphate Glass-Derived Hydrogels and their Electrochemical Properties
T. Akamatsu, T. Kasuga and M. Nogami 327

6. Friction Stir Processing

Friction-Stir Welding and Surface-Friction Welding of Twin-Roll Strip Cast ZMA611 Mg Alloy
G.T. Bae, S.S. Park, C.G. Lee, D.Y. Chang and N.J. Kim 333

Analysis of Complex Heat Flow Phenomena with Friction Stir Welding Using 3D-Analytical Model
Joint Characteristics of Spot Friction Stir Welded 5052 Al Alloy Sheet

Process Modelling of Friction Stir Welding for Aerospace Aluminium Alloys
A. Sullivan, J.D. Robson, H.R. Shercliff and G. McShane

Linear Friction Welding of IN-718 Process Optimization and Microstructure Evolution
C. Mary and M. Jahazi

Two Pass FSW Joint of Magnesium Alloy
S. Koizumi, M. Tsujikawa, T. Oguri and K. Higashi

Friction Stir Processing of Cast Mg-Y-Zn Alloy
T. Morishige, M. Tsujikawa, S. Oki, M. Kamita, S.W. Chung and K. Higashi

Allowance of Deviation and Gap in Butt Joint on Friction Stir Welding
H. Takahara, Y. Motoyama, M. Tsujikawa, S. Oki, S.W. Chung and K. Higashi

Dissimilar Metal Welding of Steel to Al-Mg Alloy by Spot Resistance Welding
I.H. Hwang, T. Watanabe and Y. Doi

On Mg-Al-Zn Intermetallic Alloys Made by Friction Stir Processing Containing Quasi-Crystals or Amorphous Phases

Dissimilar Metal Joining of Magnesium Alloy to Steel by FSW
Y. Abe, T. Watanabe, H. Tanabe and K. Kagiya

7. Intermetallics

High Temperature Corrosion of Al₃Ti-Cr Intermetallics in SO₂ Atmosphere
J.H. Choi and D.B. Lee

Annealing Effect on the Thermoelectric Properties of Hot Extruded Bi₂(Te₀.₉₄Se₀.₀₆)+0.07wt%I+0.03wt%CuBr+0.02wt%Te Compound

High Temperature Stability of Bulk Ti₃AlC₂ Materials in Air
D.H. Lee and D.B. Lee

Porous Metals Produced by Spacer Method as Ecomaterials
M. Hakamada, Y. Yamada, T. Kuromura, Y. Asao, Y. Chen, H. Kusuda and M. Mabuchi

Sound Absorption Behavior of Porous Al Produced by Spacer Method
T. Kuromura, M. Hakamada, Y. Chen, H. Kusuda and M. Mabuchi

Fabrication Methods and Properties of Open and Closed Cell Foams
I.C. Konstantinidis, D.P. Papadopoulos, M. Gavaises and D.N. Tsipas

Solidification Behavior of Fe-Based Amorphous Alloys during Twin-Roll Strip Casting
Y.S. Oh, J.G. Lee, C.N.P. Kim and N.J. Kim

8. Magnesium Alloys

Longitudinal Seam Failure in Extruded AZ31 Alloy
J. Hiscocks, L. Jiang and J.J. Jonas

HRTEM Observation of the Age Hardening Precipitates in Mg-15wt%Gd-Zr Alloy
T. Matsuno, T. Kawabata, K. Matsuda, Y. Kamada, Y. Kojima and S. Ikeno

Corrosion Behavior of Die-Cast and Thixocast AXJ530 Magnesium Alloy in Chloride Medium
S. Amira, M. Shehata, D. Dubé, R. Tremblay and E. Ghali

Porosity, Damage Evolution and Fracture in Die-Cast Magnesium Alloy AM60B
J.P. Weiler, J.T. Wood, R.J. Klassen, E. Maire, R. Berkmortel and G. Wang

High Temperature Deformation Behavior of Strip-Cast AZ31 Mg Alloy
B.H. Lee, W.K. Bang, S.H. Ahn and C.S. Lee

Low Temperature Superplasticity of Fine-Grained Magnesium Alloy AZ31
J. Xing, X.Y. Yang, H. Miura and T. Sakai

Effect of Chrome-Free Chemical Conversion Coating on Corrosion Behavior of Magnesium Alloy AZ91D
L.Q. Bai, D. Li, B.L. Guo and M. Guo

Low Frequency Damping Behaviors of Magnesium Alloys
X.S. Hu, K. Wu and M.Y. Zheng
Research on Water Based Coating for Magnesium Alloy
W. Huang, D. Li and T.L. Zheng 485

Influence of Heat Treatment on Structure and Properties of the Cast Magnesium Alloys
T. Tański, L.A. Dobrański and L. Čížek 491

Influence of Additions Sb on Mechanical Properties and Deformation Features of AZ31-Mg Alloy
L. Wang, S.G. Tian, K.Y. Sohn and K.H. Kim 497

Hot Cracking Susceptibility of Ternary Mg-Al-Ca Alloys
G. Cao and S. Kou 501

Constitutive Analysis for Superplasic Deformation Behavior of AZ31 Magnesium Alloy

Experimental Study of In-Line Heat Treatment for Twin Roll Casting of Magnesium Alloy AZ31
D.Y. Ju, X.D. Hu and H.Y. Zhao 513

9. Modelling
Modeling Relations between Processing, Microstructure and Mechanical Properties of Porous Bioceramics
F. Tancret and J.M. Bouler 519

Modeling and Sensitivity Study of the Induction Hardening Process
N. Barka, P. Bocher, J. Brousseau, M. Galopin and S. Sundararajan 525

Modelling Chi-Phase Precipitation in High Molybdenum Stainless Steels
W. Xu, D. San Martin, P.E.J. Rivera-Díaz-del-Castillo and S. van der Zwaag 531

Block Treatment of Multi-Layer Wafers for the Development of a Numerical Model of a 300mm Batch Heat Treatment Furnace
E.Y. Ko and K.W. Yi 537

Numerical Modelling of Isothermal Solidification Time during Rolling -Diffusion Bonding Process
H. Li and J.T. Han 543

10. Nanomaterials & Powder Metallurgy
Preparation of Nanocrystalline Inorganic Materials by Impulse Plasma in Liquid
E. Omurzak Uulu, M. Matsuda, H. Ihara, T. Mashimo and S. Sulaimankulova 549

Morphological Effect of CeO2 Nanoparticles on Catalysis of CO Oxidation
W.Y. Pong, H.Y. Chang, C.H. Liang and H.I. Chen 553

Preparation and Characterization of Bimetallic Nanoparticles Ptₓ-Pd₁₋ₓ Supported on Silica
N. Castillo, L.A. García, A. Vázquez Z., L. Díaz Barriga and R. Pérez 559

Thermal Stability of Nano Grain Structure Tungsten Prepared by SPD-PM Process

Production of Silver Coated Copper Powders by Electroless Plating Method

Microstructure and Mechanical Properties of Solid-Phase Sintered Heavy Tungsten Alloy

Preparation of Size and Aggregation Controlled Nickel Oxalate Dihydrate Particles from Nickel Hydroxide
T. Okamoto, J.G. Yang, K. Kuroda, R. Ichino and M. Okido 581

11. Intelligent Smart Materials & Processes
Thermoelectric Properties of Ni-Doped CoSb₃ Prepared by Encapsulated Induction Melting

A Study on the Fabrication of Metal Fiber by Fine Melt Extraction Process
M.H. Park, Y.S. Song and J.H. Won 592

Deformation Characteristics of Epoxy Compounds for Semiconductor Integrated Circuits
H. Saiki, Y. Marumo, H. Nishitake, M. Hazama and F. Sakata 599

Solid-State Interaction between Ni and Cu for Ternary Compound Growth in Ni/Sn/Cu Diffusion Couple
J.B. Ryu, J.Y. Huh, H.S. Kim and S.J. Oh 604
Effects of Constitutive Parameters on Thickness of Phase Transformed Adiabatic Shear Band for Ductile Metal Based on Johnson-Cook and Gradient Plasticity Models
X.B. Wang 609

Evolution of Interphase Stress in Zr-2.5%Nb during Deformation
S. Cai, M.R. Daymond, R.A. Holt and E.C. Oliver 615

Microstructures of Rapidly Solidified Pb-Sb-Sn-Alloys
R. Schouwenaars, J.I. Romero, V.H. Jacobo and A. Ortiz 621

Effect of Technological Parameters on the Profile Extrusion Process
H. Yan 627

Board-Level Reliability of Pb-Free Surface Mounted Assemblies during Thermal Shock Testing

Crystal-Grain Refinement of Materials under an Ultra-Strong Gravitational Field
Y. Iguchi, H. Shibata, Y. Uchida, X.S. Huang, M. Ono, S. Okayasu and T. Mashimo 639

On the Physical Meaning of the Hall-Petch Constant
J. Luo and Z.R. Wang 643

Microstructural Evolution and Recrystallization Behavior in Copper Multi-Directionally Forged at 77 K
Y. Nakao, H. Miura and T. Sakai 649

On the Forming of Metallic Parts through Electromagnetic and Electrohydraulic Processing
D. Priem, S. Marya and G. Racineux 655

The Effect of Grain Size and Amount of β Phase on the Properties of Back-Torsion Working in 60/40 Brass
J. Matsumoto, H. Anada and M. Furui 661

HRTEM Study of α-Phase in Cu-Zn-Si Alloy
D. Hamatani, K. Matsuda, T. Kawabata, Y. Uetani and S. Ikeno 667

Numerical Simulation of Microstructural Evolution in Isothermally-Aged Cu-Ni Based Alloys

Phase Decomposition in Isothermally Aged MA Cu-Ni-Fe and Cu-Ni-Cr Alloys

12. Steels

Microstructure Evaluation of High Chromium Ferritic Steels Based on Hydrogen Desorption Profile Analysis
T. Honda, S. Komazaki, T. Sugimoto and Y. Kohno 684

Estimation of the System Free Energy of the Lath Martensite Phase in High Cr Ferritic Steels
T. Kunieda, K. Akada, Y. Murata, T. Koyama and M. Morinaga 690

Mechanical Alloying and Properties of ODS Ferritic Steels

EBSD Phase Identification and Modeling of Precipitate Formation in HP Alloys
J. Laigo, F. Tancret, R. Le Gall and J. Furtado 702

Hot Deformation Analysis of a 2 wt.-% Si Electrical Steel by Means of Torsion Tests
P.R. Calvillo, R. Colás and Y. Houbaert 708

A Model for Particle Dissolution and Precipitation in HSLA Steels
U. Borggren, G. Engberg and T. Siwecki 714

Transformation Plasticity in 42CD4 Steel
S. Casotto, S. Bruschi and P.F. Bariani 720

Effects of Cooling Rate and Direct Hot Deformation Conditions after Solidification on the Austenitic Microstructure Evolved by Simulated Strip Casting and Thin Slab Casting Processes in HSLA Steels
S. Hotta, T. Murakami, T. Narushima, Y. Iguchi and C. Ouchi 726

Tertiary Scale Behaviour during Finishing Hot Rolling of Steel Flat Products
L. Suárez, G. Bourdon, X. Vanden Eynde, M. Lamberigts and Y. Houbaert 732
Transient Cooling of a Hot Steel Plate by an Inclined Bottom Jet
N.L. Chester, M.A. Wells, V. Prodanovic and M. Militzer 738

Physically Based Model for Static and Dynamic Behaviour of TRIP Steel
J. Bouquerel, K. Verbeken, B.C. De Cooman, Y. Houbaert, P. Verleysen and J. Van Slycken 744

Formation of Ultrafine Grained Low Carbon Steels via Martensite Deformation and Annealing
H. Azizi-Alizamini, M. Militzer and W.J. Poole 750

Lotus-Type Porous Nickel-Free Stainless Steel with High Temperature Nitriding
K. Alvarez, S.K. Hyun and H. Nakajima 756

Selective Oxidation of Manganese and Chromium during Annealing of Low Carbon Strip Steels
P.R. Wilson, Z. Chen, C.R. Killmore and S.J. Laird 762

Enhancing Surface Properties of Fine Grain Duplex Stainless Steel via Superplastic Carburizing
N.R.N. Masdek, I. Jauhari, H. Ogiyama and R. Hasan 768

Deformation Behaviour of Martensite in a Low-Carbon Dual-Phase Steel
M. Mazinani and W.J. Poole 774

Effect of Second Phase on Mechanical Properties of Bainite-Base Steels
H.C. Lee, X.D. Wu, Y.M. Kim and N.J. Kim 780

Effects of Thermo-Mechanical Process on the Microstructure and Mechanical Properties of Low Carbon HSLA Steels
J.S. Kang, Y. Huang, C.W. Lee and C.G. Park 786

Oxide Scales Grown on Stainless Steels during Simulated Reheat
M.A.E. Jepson, C.L. Verona and R.L. Higgins 792

Original Position Statistic Distribution Analysis for Al Inclusion in Continuous-Casting Thin Slab
H.B. Gao, L.J. Yuan and H.Z. Wang 798

Fatigue Strength and Fracture Mechanisms of IF28 Steels
M.A. Islam and Y. Tomota 804

Correlation Analysis of MnS Inclusion Composition Using Original Position Statistic Distribution Analysis

Hydrogen Absorption and Desorption in Steel by Electrolytic Charging
G. Mertens, L. Duprez, B.C. De Cooman and M. Verhaege 816

Study of the Deformation Mechanisms of TWIP Steels (Fe-Mn-C) by X-Ray Diffraction
J.L. Collet, F. Bley, A. Deschamps and C. Scott 822

Properties of Vacuum Sintered Duplex Stainless Steels
L.A. Dobrzanski, Z. Brytan, M. Actis-Grande and M. Rosso 828

Use of Zirconium in Microalloyed Steels

Microstructure - Texture Related Toughness Anisotropy of API-X80 Pipeline Steel

Separation of the Different Strengthening Contributions in Fine-Grained Dual Phase Steels
M. Delincé, P.J. Jacques and T. Pardoen 846

Improvement of the Mechanical Properties of High Manganese Steels by Combination of Precipitation Hardening and Mechanical Twinning
M. Iker, D. Gaude-Fugarolas, P.J. Jacques and F. Delannay 852

Change in Stress Axis with Creep Deformation in PST Crystal
E. Sakurada and T. Matsuo 858

Change in Stress Axis with Creep Deformation in γ-Single Phase Ni-20mass%Cr Single Crystal within Standard Stereographic Triangle
K. Yuge, Y. Terada and T. Matsuo 864

Change in Stress Axis with Creep Deformation in Ni-20mass%Cr Single Crystal with Orientation of [011]
M. Mitsutake, Y. Terada and T. Matsuo 870

Electrical Characterization of Aged Waspaloy Microstructures
V.S. Kumar, G. Kelekanjeri and R.A. Gerhardt 876
### Mathematical Modeling and Experimental Investigations of Isothermal Solidification during Transient Liquid Phase Bonding of Nickel Superalloys
M.A. Arafin, M. Medraj, D.P. Turner and P. Bocher
882

### Lining of Cast Iron Cylinder with Copper Alloy
Y.B. Shen, T. Yamazaki, C.J. Jin, T. Kikuta and N. Nakatani
888

### TLP Bonding of DS Ni Base Superalloy, GTD-111 Using Mixed Powder of Base Metal and Filler Metal
894

### The Refinement of Grain Structure in a High-Purity α-Iron Base Alloy under Multiaxial Compression
S.M. Lim, M. El Wahabi, C. Desrayaud and F. Monthieillet
900

### 13. Texture

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effect of Direction Change of Shear Deformation on the Textures in Rolled High Purity Al</td>
<td>906</td>
</tr>
<tr>
<td>Y. Zhang, Y.L. Deng, X.M. Zhang and X. Liang</td>
<td></td>
</tr>
<tr>
<td>Influence of &lt;110&gt; Fiber Texture on Internal Stresses Evolved by Plastic Deformation for a Pearlite Steel</td>
<td>912</td>
</tr>
<tr>
<td>S. Morooka, Y. Tomota, T. Suzuki and T. Kamiyama</td>
<td></td>
</tr>
<tr>
<td>Characteristic Investigation on Substructures of High Purity Al Rolled at Room Temperature</td>
<td>918</td>
</tr>
<tr>
<td>X. Liang, Y.L. Deng, X.M. Zhang and Y. Zhang</td>
<td></td>
</tr>
<tr>
<td>Effect of Textures on the Nanomechanical Properties of Nanocrystalline Fe-50%Ni Foil</td>
<td>923</td>
</tr>
<tr>
<td>J.K. Kim, S.H. Choi and Y.B. Park</td>
<td></td>
</tr>
<tr>
<td>Characteristics of Boundary Distributions in Al Polycrystals Rolled at Different Temperatures</td>
<td>929</td>
</tr>
<tr>
<td>Y.L. Deng, X.M. Zhang, X. Liang and Y. Zhang</td>
<td></td>
</tr>
<tr>
<td>Modeling and Experiment of Deformation Texture Development for Pure Al by CPFEM with EBSD Data</td>
<td>935</td>
</tr>
<tr>
<td>H.C. Pi, J.T. Han, C.G. Zhang, A.K. Tieu and Z.Y. Jiang</td>
<td></td>
</tr>
</tbody>
</table>

### 14. Titanium Alloys

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effect of Orientation and Temperature on the Mechanical Properties of Commercially Pure Titanium</td>
<td>941</td>
</tr>
<tr>
<td>M. Battaini, E.V. Pereloma and C.H.J. Davies</td>
<td></td>
</tr>
<tr>
<td>Tin Oxide One-Dimensional Nanomaterials Grown on Silver-Coated Substrates</td>
<td>947</td>
</tr>
<tr>
<td>H.W. Kim, J.W. Lee and S.H. Shim</td>
<td></td>
</tr>
<tr>
<td>Orientation Microscopy on Nanostructured Electrodeposited NiCo-Fils</td>
<td>953</td>
</tr>
<tr>
<td>A. Bastos, S. Zaefferer and D. Raabe</td>
<td></td>
</tr>
<tr>
<td>Strain Path Effects on Titanium Alloy Timetal-834 under Hot Working Conditions</td>
<td>959</td>
</tr>
<tr>
<td>M.L. Blackmore, B.P. Wynne, J.H. Beynon and P.S. Davies</td>
<td></td>
</tr>
<tr>
<td>Recrystallization during Beta Working of IMI834</td>
<td>965</td>
</tr>
<tr>
<td>P. Vo, M. Jahazi and S. Yue</td>
<td></td>
</tr>
<tr>
<td>The Effect of Small Amounts of Yttrium Addition on Static and under Superplastic Deformation Grain Growth in Newly Developed α+β Type, Ti-4.5Al-6Nb-2Mo-2Fe Alloy</td>
<td>970</td>
</tr>
<tr>
<td>B. Poorganji, S. Hotta, T. Murakami, T. Narushima, Y. Iguchi and C. Ouchi</td>
<td></td>
</tr>
<tr>
<td>The Microstructure and Creep Behavior of a Boron-Modified Ti-15Al-33Nb (at%) Alloy</td>
<td>976</td>
</tr>
<tr>
<td>C.J. Cowen and C.J. Boehlert</td>
<td></td>
</tr>
</tbody>
</table>

### 15. Welding and Joining

<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Effect of Film Thickness on the Annealing Texture in Sputtered and Electroplated Cu Films</td>
<td>982</td>
</tr>
<tr>
<td>S.H. Lee, N.J. Park, D.P. Field and P.R. Besser</td>
<td></td>
</tr>
<tr>
<td>Study on Development of a Surface Build-Up Welding Using CH-90 Electrode to Replace Mn-Containing Rail Steel</td>
<td>989</td>
</tr>
<tr>
<td>Soldering Properties of Sn-Zn-X Micro Solder Powders Fabricated by Melts Dispersion Technique</td>
<td>995</td>
</tr>
<tr>
<td>J.I. Youn, W. Ha and Y.J. Kim</td>
<td></td>
</tr>
<tr>
<td>Title</td>
<td>Page</td>
</tr>
<tr>
<td>----------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>Interfacial Reaction of Cu/Sn-Ag/ENIG Sandwich Solder Joint during Aging</td>
<td>1001</td>
</tr>
<tr>
<td>J.W. Yoon and S.B. Jung</td>
<td></td>
</tr>
<tr>
<td>The Influence of Peak Temperature and Deformation on Welding CCT Diagram of Eutectoid Carbon Steel</td>
<td>1008</td>
</tr>
<tr>
<td>M. Maalekian, M.L. Lendinez, E. Kozeschnik, H.P. Brantner and H. Cerjak</td>
<td></td>
</tr>
<tr>
<td>In Situ Observation of Phase Transformations and their Effects in 9-12%Cr Steels during Welding</td>
<td>1014</td>
</tr>
<tr>
<td>The Influence of Laser Beam Welding and Plasma Arc Welding Processes on Dual Phase Steel Microstructure</td>
<td>1020</td>
</tr>
<tr>
<td>M.K. Wibowo and I.M. Richardson</td>
<td></td>
</tr>
<tr>
<td>16. Miscellaneous</td>
<td></td>
</tr>
<tr>
<td>The Influence of Chemical Alloying on the High Temperature Wear Resistance of H-Free DLC Coatings</td>
<td>1026</td>
</tr>
<tr>
<td>D. Galvan, Y.T. Pei, J.T.M. de Hosson and A. Cavaleiro</td>
<td></td>
</tr>
<tr>
<td>Synthesis of Intermetallics Based on the Fe-Al-Si-Zn Alloy System by Magneto-Mechanical Milling of Ductile Elemental Powders</td>
<td>1032</td>
</tr>
<tr>
<td>K.R. Carpenter, R. Dippenaar, D. Phelan and D. Wexler</td>
<td></td>
</tr>
</tbody>
</table>