# Table of Contents

Preface and Organizing Committee

## Chapter 1: Deformation Processing

**Finite Element Modelling in Ultrasonic Sheet Metal Forming**  
Y. Daud, M. Lucas and K.R. Jamaludin  
3

**Detecting Impact Damages in an Aramid/Glass Fiber Reinforced Hybrid Composite with Micro Tomography**  
S. Fidan, T. Sinmazcelik, E. Avcu, M.O. Bora and O. Coban  
9

**An Investigation into Hydroforming of an X-Shape Pipe Connection**  
G.H. Majzoobi, H.R. Farhoudi and A. Shirazi  
15

**Multiobjective Optimization of Milling Tool Geometry for Chatter Suppression and Productivity Improvement**  
A.R. Yusoff, M.F. Hassan and M.H. Mansor  
21

**A Case Study on Quality and Productivity Optimization in Electric Discharge Machining (EDM)**  
27

**Experimental Investigation of the Rubber-Filled Tubes in the Tube Inversion Process**  
A. Niknejad, G.H. Liaghat and M. Moeinifarid  
33

**Investigation of Weld Line Movement in Tailor Welded Blank Forming**  
R.S. Korouyeh, H.M. Naeini, G.H. Liaghat and M.M. Kasaeei  
39

**Shape Evolution of Pinholes in Bloom with Multi-Scale Finite Element Technique**  
I.H. Son and K.H. Lee  
45

**Mathematical Modeling of Cutting Force in Milling of Medium Density Fibreboard Using Response Surface Method**  
N.A. Raman, S. Sharif and I. Sudin  
51

**A Slip-Line Approach to the Micro-Cutting Process with a Rounded-Edge Tool**  
A. Uysal, S. Ozturk and E. Altan  
56

**Micro-Milling of Hardened AISI D2 Tool Steel**  
J.B. Saedon, S.L. Soo, D.K. Aspinwall and A. Barnacle  
62

**Bending Effect on Cutting Characteristics of Polycarbonate Thick Sheet Subjected to Indentation of Heightwise-Asymmetric Wedge Blades**  
S. Nagasawa, Y. Masaki, Y. Fukuzawa and Y. Mutoh  
68

**A Study on the Development of Dedicated FEA Tool for Roll Forming of Asymmetrical U-Channel**  
W.G. Cha, H.L. Kim and N.S. Kim  
73

**Vibration Drilling Process on Al2024**  
S. Amini, A.F. Tehrani, A. Barani and H. Paktinat  
79

**The Study of EDM Parameters in Finishing Stage on Electrode Wear Ratio Using Hybrid Model**  
R. Atefi and S. Amini  
84

**Surface Roughness Prediction Model in Machining of 34CrMo4 Steel with Several Tools Using Response Surface Methodology**  
H. Barghikar, A. Poursafar and A. Amrollahi  
90

**Evaluation of Draw Bead Geometry on Deep Drawing of Complex Rectangular Shape Part**  
S.M. Beimesl and A. Mostafapour Asl  
96

**Numerical Study of Hand Disc Grinding of Ni-Based Alloy 690**  
S. Youssef, O. Calonne, E. Feuvrarch, P. Gilles and H. Hamdi  
102

**Die Design of Aluminum Bipolar Plate Fabrication by Stamping Process and its Investigation**  
H.J. Kwon, Y.P. Jeon and C.G. Kang  
108

**Novel Spring and its Manufacturing Process for Semi Auto Sliding Mechanism to Maximize Function and Minimize Thickness of Portable Application**  
Y.P. Jeon, H.Y. Seo and C.G. Kang  
114
Application of Separated Die Design to Production of Ecap Dies
H. Erol Akata

A New Analytical Model of Heat Flux Distribution to Compute Residual Stresses in the Case of External Cylindrical Grinding Process
H. Sallem and H. Hamdi

A New Nondestructive Test Equipment Based on Image Processing and Magnetic Flux Analysis
U. Buyuksahin and A. Kirli

Effects of Process Parameters on Surface Quality in Turning of Mild Steel with Rotary Cutting Tool
M. Kiyak and E. Altan

Effect of Punch Profile on Thickness Distribution in Hydromechanical Deep Drawing of Conical-Cylindrical Parts
M. Mashhadi, A. Hashemi, M. Bakhshi-Jooybari and A. Gorji

Study of the Effect of Material Properties and Sheet Thickness on Formability of Conical Parts in Hydro-Mechanical Deep Drawing Assisted by Radial Pressure
A. Hashemi, M. Mashhadi, M. Bakhshi-Jooybari and A. Gorji

Upper Bound Analysis and Finite Element Simulation of Bi-Metallic Tube Backward Extrusion
H. Momeni-Khabisi, H. Haghighat and M.J. Momeni-Khabisi

Development of Advanced Broaching Tool for Machining Titanium Alloy
M. Sarwar, M. Dinsdale and J. Haider

An Analytical Model for Chemical Etching in One Dimensional Space
H. Amirabadi and M. Rakhshkhorshid

Effect of Melt Quality and Quenching Temperature on the Mechanical Properties of SIMA 2024 and 7075
E. Tan, A.R. Tarkanlar and D. Dispinar

Constructing Surrogate Models for Springback in U-Bending Process
D. Bekar, E. Acar, F. Ozer and M.A. Guler

Chip/Tool Interaction during Dry Machining of the TA6V Alloy
M. Calamaz, D. Coupard, M.E. Gutiérrez-Orrantia, J. Bega and F. Girot

Impact Behaviour of Composite Materials by Using Low and High Speed Impact Tests
E.B. Yalcin, V. Gunay and M. Marsoglu

Mechanical Properties of Equal-Channel Angular Extrusion-Processed Al-20Zn Alloy
M. Aydin and Y. Heyal

A New Approach to CNC Milling Machine Spindle Design
U. Buyuksahin

In Situ Temperature Measurement in the Shearing Zone during Sheet Metal Blanking
P. Demmel, M. Hirsch, R. Golle and H. Hoffmann

Statistical Evaluation Tensile Properties of High-Density Polyethylenes
A. Koyun, B. Koksal, E. Ahlatcioglu and A.B.H. Yoruc

The DMA, TG/DTA and FT-IR Characteristics of Wood Polymer Composites
A. Koyun, E. Ahlatcioglu, D.C. Erdogan and Y.K. Ipek

A New Control Method for Using Inkjet Printer Motherboard as 3 Axes CNC Router's Motion Control Card
U. Buyuksahin

Finite Element Analysis of Rim Ring Rolling Forming of Bicycle Aluminum Alloy
D.C. Chen, B.Y. Lai and C.S. You

Effect of Extrusion Ratio on Microstructure and Mechanical Properties of As-Cast AZ91D Magnesium Alloy
B.H. Zhang and Z.M. Zhang

Investigation of Micro/Milli Flexible Deep Drawing Process
I. Irtihia, G. Green and S. Hashim

A Study of Preform Design on Backward Extrusion for Improved Hardness Distribution
C.T. Kwan and Z.K. Chang

Application of Abductive Network and FEM to Predict the Optimal Blank Contour of an Inner Elliptic Flange from Flanging
C.T. Kwan, J.T. Chang and C.T. Lin
Cutting Forces in Dry Machining of Aluminum Alloy 5083 with Carbide Tools
B. Davoodi, G.H. Payganeh and M.R. Eslami 259

Bearing Design Simulation in Direct Extrusion of AA2024 Using Finite Element
M. Shankayi, H. Soleimanimehr, M.R. Rahmanabadi and A.R. Shafighi 263

Deformation Texture Evolution of Low Carbon Steel with Heterogeneous Structure
A. Boumaiza, A. Ayad and N. Rouag 269

Chapter 2: Forming in Melt or Near Melt Condition

Influence of Aging Temperatures and Times on Mechanical Properties of Vacuum High Pressure Die Cast Aluminum Alloy A356
X.Z. Zhang, K. Ahmmed, M. Wang and H. Hu 277

Correlation between Mechanical Properties and Porosity Distribution of A356 in Gravity Die Casting and Low Pressure Die Casting
D. Dispinar, S. Akhtar, A. Nordmark, F. Syvertsen, M. Di Sabatino and L. Arnberg 283

Investigation on the Microstructure and Mechanical Properties of New Al-Si Piston Alloys
S.G. Shabestari and R. Gholizadeh 289

Short Time Perturbation Solution for Thermoelastic Instabilities in Planar Solidification
F. Yigit 295

Characteristics of As-Cast and Forged Biodegradable Mg-Ca Binary Alloy Immersed in Kokubo Simulated Body Fluid
M.H. Idris, H. Jafari, S.E. Harandi, M. Mirshahi and S. Koleyni 301

Roll Casting of Aluminum Alloy Strip by a Single Roll Caster Equipped with a Scraper
T. Haga, K. Akitsu, S. Kumai and H. Watari 307

Influence of the Processing Conditions on the Mechanical Properties of PA 6 - Halloysite Nanotubes Nanocomposites for Injection Moulding
A. Fernandez, M. Muniesa, C. Javierre and V. Camanes 313

Influence of Packing Phase Parameters in the Optimization of Mechanical, Weight Reduction and Dimensional Properties of Microcellular Foaming Injection Molding of Polypropylene
A. Fernandez and M. Muniesa 319

Effect of Mold Coating on Shell Morphology in Solidification
M.N. Turgut, M.H. Demir and F. Yigit 325

Usability of Boron as an Alloying Element in Gray Cast Iron Rollers and its Effect to Abrasive Wear Behaviour
C. Meran and M. Yuksel 331

Morphological Instability in Early Stages of Solidification of Pure Metals Part I: A Theoretical Model
F. Yigit 337

Morphological Instability in Early Stages of Solidification of Pure Metals Part II: Experimental Analysis
F. Yigit 343

Casting Quality of Gypsum Bonded Block Investment Casting Moulds
K.A. Guler and M. Cigdem 349

Chapter 3: Powder Forming

Optimizing the Sintering Parameter of Metal Injection Molding Compact Using Robust Engineering Technique
K.R. Jamaludin, N. Muhamad, S. Ahmad, M.H. Irwan Ibrahim, N.H. Mohd Nor, M.R. Bin Harun and M.Y. Md Daud 357

Modelling of Powder Forming Processes in Transient-Dynamic Analysis of Large Plastic Deformations
A.R. Khoei, S.O.R. Biabanaki and S.M. Parvaneh 362

Simulation of Ceramic Powder Injection Moulding Based on the Behavior of Flow Stress Depended on the Thermal Viscosity Flowage Property and the Volume Fraction
M.K. Lee, H.L. Kim, S.M. Hong, S.C. Choi and N.S. Kim 368
Metal Injection Moulding of ZK60 Magnesium Alloy Powder Using Palm Stearin Based Binder System
M.R. Harun, N. Muhamad, A.B. Sulong, N.H. Mohamad Nor and K.R. Jamaludin 374

Drawing of Piezoceramic Fibers and Ribbons Using a Novel Alginate Gelation Method and Properties of Fiber and Ribbon-Based Piezodevices
S. Alkoy, A.S. Tekdas, E. Tekel and R. Olukkent 380

The Properties of Lattice Structures Manufactured Using Selective Laser Melting
Y. Shen, W.J. Cantwell, R.A.W. Mines and K. Ushijima 386

Chapter 4: Laser Processing

Flexural Characteristics of Tapered Bar in Relation to Taper Angle Measurements
I.T. Alzaharnah and B.S. Yilbas 395

Laser Cutting of Ceramic and Thermal Efficiency Analysis
A.Z. Sahin, B.S. Yilbas and T. Ayar 400

Effect of Laser Welding Parameters on Forming Behavior of Tailor Welded Blanks

Temperature Distribution Simulation for Pulsed Laser Spot Welding of Dissimilar Stainless Steel AISI 302 to Low Carbon Steel AISI 1008
A.K. Mahmoud, Z.A. Taha and A.A. Shehab 412

Investigations on the Microstructure and the Fracture Surface of Pulsed Nd: YAG Laser Welding of AISI 304 Stainless Steel
S.A.A. Akbari Mousavi and A. Garehdaghi 418

The Effects of Position of the Laser Beam on the Pulsed Nd: YAG Laser Weld Microstructure of AISI 630 and AISI 321 Stainless Steels
S.A.A. Akbari Mousavi and A.R. Sufizadeh 424

Factors Influencing on the Dimensions Accuracy in Laser Cutting
T. Dikova 430

Laser Processing of Quartz for Microfluidic Device Fabrication
A.B. Azouz, M. Vázquez, B. Paull and D. Brabazon 436

Laser Cutting of Thin Aluminum and Silicon Alloy: Influence of Laser Power on Kerf Width
B.S. Yilbas, S.S. Akhtar, E. Bayraktar and Z.M. Gasem 442

Experimental Investigation of Laser-Drilled Holes Variations Depending on Laser Drilling Parameters
I. Uslan, S. Erdogan, O. Keles, Y. Usta, B.S. Yilbas and B. Tuc 448

Modeling of Weld Lap-Shear Strength for Laser Transmission Welding of Thermoplastic Using Artificial Neural Network
M.R. Nakhaei, N.B. Mostafa Arab and F. Kordestani 454

Chapter 5: Processing of New and Advanced Materials

Porous Hydroxyapatite–Zirconia Composites Prepared by Powder Deposition and Pressureless Sintering
E. Pujiyanto, A.E. Tontowi, M.W. Wildan and W. Siswomihardjo 463

Properties of Montmorillonite-Reinforced Thermoplastic Sago Starch Composites
A. Zuraida, Y. Yusliiza, O. Nurizaran, H. Anuar, H. Zahurin and S. Noorasikin 469

Effect of Mould Vibration on Mechanical Properties of Particulate Reinforced Aluminium Alloy Matrix Composite

Processing, Structural and Electrical Properties of Textured Potassium Strontium Niobate (Ksr2NbO15) Piezoceramic Fibers
S. Dursun and S. Alkoy 481

Modeling of Functionally Graded Thermopiezoelectro-Magnetic Materials
M. Sunar 487

Preperation of Lead-Free Potassium Sodium Niobate Based Piezoelectrics and their Electromechanical Characteristics
A. Berksoy and E. Mensur Alkoy 492
Chapter 6: Surface Engineering

Laser Nitriding of Titanium Alloy and Fracture Toughness Measurement of Resulting Surface
O. Al-Mana, M.S.J. Hashmi and B.S. Yilbas
HVOF Coating of Metallic Surfaces Using Different Powders: Fracture Toughness Measurement of Resulting Surfaces
Y.A. Al-Shehri, M.S.J. Hashmi and B.S. Yilbas

Thermal Stresses in Thick Walled Cylinders due to a Periodic Moving Heat Source: Effect of Material Properties
I.T. Alzaharnah

Influence of Process Parameters on the Mechanical Enhancement of Copper-DHP by FSP
I. Galvao, A. Loureiro and D.M. Rodrigues

The Effect of Sodium Silicate Concentration on the Properties of the Coating Formed on Pure Zirconium by Microarc Oxidation Coating Technique
Y. Gencer, M. Tarakci, S. Cengiz and K.O. Gunduz

Tribological Properties of Vanadium Nitride Coated AISI 52100 Steel
U. Sen, M. Uzun and S. Sen

Oxidation Kinetics of Chromium Carbide Coating Produced on AISI 1040 Steel by Thermo-Reactive Deposition Method during High Temperature in Air
S. Sen, O. Ozdemir, A.S. Demirkiran and U. Sen

Incorporation of TiC Particulates on AISI 4340 Low Alloy Steel Surfaces via Tungsten Inert Gas Arc Melting
S. Mridha, A.N.M. Idriss and T.N. Baker

The Influence of Major Defects on the Properties of Continuous Galvanized Steel Sheet
A. Azimi, F. Shahriari, F. Ashrafi-zadeh, M.R. Toroghinezhad and J. Jamshidi

Morphological and Structural Properties of NbN Thin Films Deposited by Pulsed Laser Deposition
A.H. Farha, A.O. Er, Y. Ufuktepe and H.E. Elsayed-Ali

Wear Mechanism of ADI
B.A. Khazaei

Hydroxyapatite Coating on Cp-Ti Implants by Biomimetic Method

Zirconia-Hydroxyapatite Composite Coating on Cp-Ti Implants by Biomimetic Method

Yttria-Doped Zirconia-Hydroxyapatite Composite Coating on Cp-Ti Implants by Biomimetic Method
A. Karakas, A.B.H. Yoruc, D.C. Erdogan and O. Elkoca

Study of Surface Melting of Pre-Plasma Sprayed WC-14%Co Low Carbon Steel
M. Heydarzadeh Sohi, S. Shahbazi and A. Halvaei

Microstructure Characterization of Low Carbon Steel Used for Galvanization
Z. Larouk and F. Yakhlef

XPS and AES Study of Oxygen Interaction on the Surface of the ZrNi Intermetallic Compound
A. Roustita, A. Rabei, M. Souici and J. Chene

Chapter 7: Welding

Grain Refinement in Medium Chromium Ferritic Stainless Steel Welds via Aluminum Powder Addition
M.O.H. Amuda and S. Mridha

Parametric Study of Carbide Precipitation in 16wt% Chromium Ferritic Stainless Steel (FSS) Welds
M.O.H. Amuda and S. Mridha

Weldability Windows for Explosive Cladding of Dissimilar Metals
S. Saravanan and K. Raghukandan

Influence of Material Properties in Explosive Cladding of Dissimilar Metals
S. Saravanan and K. Raghukandan

Effect of Tool Rotation Speed and Feed Rate on Friction Stir Welding of 1100 Aluminum Alloy to Carbon Steel
M. Habibnia, M. Shakheri, S. Nourouzi and N. Karimi

Effect of Tool Material and Offset on Friction Stir Welding of Al Alloy to Carbon Steel
N. Karimi, S. Nourouzi, M. Shakheri, M. Habibnia and A. Dehghani
Dissimilar Friction Stir Welds in AA 5086-AA 2024: The Effect of Process Parameters on Microstructures and Mechanical Properties
S.A.A. Akbari Mousavi and S.H. Sham Abadi 753

Investigation on Wettability and Metallurgical and Mechanical Properties of Cemented Carbide and Steel Brazed Joint
S.A.A. Akbari Mousavi, P. Sherafati and M.M. Hoseinion 759

Effect of Process Parameters and Tool Coating on Mechanical Properties and Microstructure of Heat Assisted Friction Stir Welded Polyethylene Sheets
E. Azarsa, A. Mostafapour Asl and V. Tavakolkhah 765

Experimental and Finite Element Modeling of Friction Stir Seal Welding of Tube-Tubesheet Joint
F. Al-Badour, N. Merah, A.N. Shuaib and A. Bazoune 771

Weldability of New Ferritic Stainless Steel for Exhaust Manifold Application
V. Villaret, F. Deschaux-Beaume, J.M. Fortain, G. Fras and F. Januard 777

Structure and Stresses of Large Size Brazed Joints of Cermets and Steel
J. Nowacki 783

Influences of Tool pin Profile and Tool Shoulder Curvature on the Formation of Friction Stir Welding Zone in AA6061 Aluminium Alloy
V. Moosabeiki, G. Azimi and M. Ghayoor 789

Chapter 8: Nano Technology

Graftfast©: Towards the Control of Surface Properties of any Type of Materials by the Grafting of Polymers
A. Mesnage, P. Simon, G. Deniau, N. Herlin-Boime and S. Palacin 797

Arc Spraying of Nanostructured Wires on Steel Surfaces: Influence of Coating Thickness on Microstructure and Fracture Toughness
A. Askandarani, M.S.J. Hashmi and B.S. Yilbas 803

Fabrication of Graphene Platelet (GPL)-Epoxy Nanocomposites and Characterization by Nanoindentation
O.U. Colak and A. Zandiataashbar 809

Effect of Milling Time and Annealing on the Mechanical Response of Mechanically Milled Aluminium
N.T. Aboulkhair and A.M.K. Esawi 815

Preparation of Pure Silica Oxide (SiO₂) and Zeolite Y from Rice Husk as an Ion Exchanger for Emergency Water Treatment System Using in Flood Affected Area
M.M. Rahman, M.B. Awang and A.M. Yusof 821

Synthesis and Mechanical Properties of a Novel Al/B-Al₃Mg₂ Nanocomposite Prepared by Mechanical Alloying Process
R.A. Khosroshahi, A. Zolriasatein, M. Emamy and N. Nemati 827

Preparing of CaCO₃ Nano-Particles by Mechano-Chemical Method

Chapter 9: Other Related Process

The Effects of Tool Geometry on Machinability of Textile Fabric Reinforced Thermoplastic Matrix Composites
A.T. Kuzu and M. Bakkal 841

Onset of Progressive Buckling by Inertia Force in Axial Impact of Straight and S-Curved Square Tubes
M. Yamashita and T. Hattori 847

Artificial Dry Heat Temperature Effects on Tensile Properties of Chlorinated Poly (Vinyl Chloride)
A. Bazoune 853

Testing for Green Compression Strength and Permeability Properties on the Tailing Sand Samples Gathered from Ex Tin Mines in Perak State, Malaysia
A. Abdullah, S. Sulaiman, B.T.H.T. Baharudin, M.K.A. Ariffin, T.R. Vijayaram and M. Sayuti 859
Performance of Micro-Hole Drilling by Ultrasonic-Assisted Electro-Chemical Discharge Machining
M. Rusli and K. Furutani 865

Systematical Design of a Refrigerator Foot Height Adjustment Device
S. Turan, M. Durmaz and E. Tacgin 871

Mechanical Characterization and Modeling of Cyclic Behavior of Ultra High Molecular Weight Polyethylene (UHMWPE)
O.U. Colak, K. Asmaz and T. Hassan 877

Experimental Investigation on Wear of FDM Processed Part

Fabrication, Mechanical Characterization and FTIR Spectroscopic Analysis of Fish Scale Reinforced Epoxy Composites
A. Satapathy, M.K. Pradhan, D. Mishra and A. Patnaik 889

A Method of Analysis to Estimate Thermal Down-Shock Stress Profiles in Hollow Cylinders when Subjected to Transient Heat/Cooling Cycle
M.A. Ali, S.T. Hasan and D.P. Myriounis 893

Investigation Using Simulations for the Development of Low Cost Catalytic Converter from Non-Precious Metals
A.K.M. Mohiuddin and A. Rahman 899

A Multi-TAD Framework for Recognizing Machining Features Using Hint Based Recognition Algorithm
H. Parvaz and M.J. Nategh 905

Mechanistic Model of Work-Piece Diametrical Error in Conventional and Ultrasonic Assisted Turning
H. Soleimanimehr, M.J. Nategh and H. Jamshidi 911

Theoretical Analysis of Leakage in High Pressure Pipe Using Acoustic Emission Method
S. Davoodi and A. Mostafapour 917

A Surface Roughness Study for Machining of Udimet500 Superalloy, through Statistical Analysis of Influential Parameters
E. Ghadiri Zahrani, H. Soleimanimehr, A. Heidari Shahmaleki and D. Zamani 923

Effect of Stress Frequency and Chemical Medium on the Corrosion-Fatigue Behaviour of 316L Stainless Steel
H. Sedjal and F. Hellal 929

Influence of the Recycled Material Percentage on the Mechanical Behaviour of HDPE for Injection Moulding Process for an Ecological Design
C. Javierre, A. Fernandez and V. Camanes 935

Wear Monitoring of Connecting Rod Bearing via Air-Borne Method Analyzed by Using I-Kaz™ Multi Level Value
Z. Karim, M.Z. Nuaawi, J.A. Ghani, S. Abdullah and M.J. Ghazali 941

Resource Allocation and Job Dispatching for Unreliable Flexible Flow Shop Manufacturing System
U.M. Al-Turki, H. Saleh, T. Deyab and Y. Almoghathawi 947

Automatic Machining Setup Generation for Prismatic Components
V. Abedini, M. Shakeri and M.H. Stahmargouei 953

Low Velocity Impact Resistance of CPVC Pipes Exposed to Natural Outdoor Weathering Conditions
Z. Khan, N. Merah, A. Bazoune and S. Furquan 959

Effect of Deep Cryogenic Treatment on the Microstructure of an Aerospace Aluminum Alloy
F. Bouzada, M. Cabeza, P. Merino and S. Trillo 965

A Virtual Prototyping System for Additive Manufacturing Process Development
O. Topcu and Y. Tascioglu 971

The Effect of Loading History on Unstable Fracture of Austenitic Steel (304)
K. Jendoubi, N. Merah, M. Bernard and A. Bazoune 976

Sintering Effect on Boron Based Bioglass Doped Composites of Bovine Hydroxyapatite

Influence of Tool Material on the Electrical Discharge Machining of AISI H13 Tool Steel
M. Seyedzavvar and M.R. Shabgard 988
Correlation of Input Parameters with Tool Martal on the Output Parameters of Electrical Discharge Machining Process
M.R. Shabgard and M. Seyedzavvar
994

Joint Stress Optimization by the Hybrid Adhesive Lap Joint
H. Ozer and O. Oz
1000

Optimisation of Geometric Parameters of Gears under Variable Loading Condition
M. Bozca and F. Dikmen
1005

A Powered Technique for Inserting Acetabular Cups
S. Naher, D. O’Callaghan and D. Brabazon
1011

Interacting Fatigue Crack Growth Analysis with Boundary Cracklet Method
A.K. Yavuz, A.D. Senalp, H.S. Turkmen and S.L. Phoenix
1017

New Model for Interlaced Yarns in the Ballistic Impact of Flexible Body Armors
A.K. Yavuz, S.L. Phoenix and D.K. Balkan
1023

Just-In Time Production System Using Fuzzy Logic Approach and a Simulation Application
Y. Ozdemir, P. Alcan, H. Basligil and C. Dokuz
1029

Modeling the Hydrodynamic Lubrication Function of Scrapings in Machine Tool Slideways
H. Parvaz and M.J. Nategh
1035

An Investigation of Lateral Surface Hardness and Related Cutting Forces in One-Directional Ultrasonic-Vibration Assisted Turning
H. Razavi, M.J. Nategh and H. Soleimanimehr
1041

Failure Analysis of Heavy Industrial Gas Turbine Engine First Stage Nozzle Guide Vane
A.H. Mustafa
1047

IC Tomography and Infrared Tomography Techniques to Monitor Defect Sites in Palm Tree Trunks
F. Al-Sulaiman and M. Hawwa
1053

Product Improvement with Quality Function Deployment (QFD) Technique
H. Camgoz-Akdag, S. Zaim, M.F. Acar, O.F. Demirel and A. Ataman
1058

Correlating Strain and Acoustic Emission Signals of Metallic Component Using Global Signal Statistical Approach
M. Mohammad, S. Abdullah, N. Jamaludin and M.Z. Nuawi
1064

Investigation of Rotation Elastic Boundary Condition on the Pull-In Instability of Electrostatic Torsional Actuators
K. Mahbobian and Y. Tadi Beni
1070

Martensitic Phase Transformations in CuAlNi Shape Memory Alloys
N. Babacan, I. Gunel and I.B. Ozsoy
1076

Investigation of the Dynamic Behaviors of Cranes under Seismic Effects with Theoretical and Experimental Study
A. Sagirli and C.O. Azeloglu
1082

Modeling and Dynamic Response Analysis of an Point Supported Plate by Using ANSYS and MATLAB
C. Demir and Y. Alapan
1088

Torsional Wave Propagation in Sandwich Hollow Cylinder with Pre-Strained Face (Core) Layers (Layer)
S. Akbarov, T. Kepceler, M. Mert Egilmez and F. Dikmen
1094