Table of Contents

Trends in Automotive Applications for Aluminum
A. Charaї, M.X. Pan and A.M. Sherman 3

Metallurgical Design of Alloys for Aerospace Structures
J. Ehrström and T. Warner 5

Mechanical Metallurgy of Aluminium Alloys for the Beverage Can
J. Courbon 17

Glass Formability in Al-based Multinary Alloys
F.Q. Guo, S.J. Poon and G.J. Shiflet 31

Modelling Hot Deformation and Textures of Aluminium Alloys
J.H. Driver, F. Perocheau and C. Maurice 43

Current Status in High-Strain-Rate Superplasticity in Japan
K. Higashi 57

Aluminum Metal Matrix Composites Today
W.H. Hunt, Jr. 71

Early Stage Phenomena and Role of Microalloying Elements in Phase Decomposition of Aluminium Alloys
T. Sato 85

Predicting the Structural Performance of Heat-Treatable Al-Alloys
M.J. Starink, I. Sinclair, P.A.S. Reed and P.J. Gregson 97

Significance of Thermomechanical Processing in Determining Corrosion Behavior and Surface Quality of Aluminum Alloys
K. Nisancioglu, J.H. Nordlien, A. Afseth and G.M. Scamans 111

A New Paradigm in the Design of Aluminium Alloys for Aerospace Applications
J. Liu and M. Kulak 127

Development of the Coarse Intermetallic Particle Population in Wrought Aluminium Alloys During Ingot Casting and Thermo-mechanical Processing
R. Hamerton, H. Cama and M.W. Meredith 143

Primary Solidification in Aluminum Alloys under Melt Overheating
D.G. Eskin 155

Impact of As-Cast Structure on Structure and Properties of Twin-Roll Cast AA8006 Alloy
M. Slámová, Z. Juříček and V. Očenášek 161

A Novel Approach to Assessing the Hot Tearing Susceptibility of Aluminum Alloys
J. Langlais and J.E. Gruzleski 167

Internal Crack in DC Casting Billet of High Strength Al-Mg-Si Alloys
H. Nagaum, K. Aoki, K. Komatsu and N. Hagisawa 173

Particle Size Distributions in a DC-Cast and Rolled AA3104 Alloy
H.E. Ekström, J. Hagström and L. Östensson 179

High-Speed Roll Caster for Strip Casting of Aluminum Alloy
R. Nakamura and S. Suzuki 185

Comparison of Recrystallization Behavior of Direct Chill Cast and Strip Cast AA3004 Aluminum Alloys
Y.S. Liu, X.M. Cheng, J. Liu and J.G. Morris 191

Pore Characterization in a Model Cast Aluminum Alloy and its Quantitative Relation to Fatigue Life Studied by Synchrotron X-Ray Microtomography
S. Savelli, J.Y. Buffière and R. Fougères 197

Fatigue Mechanisms of a Model AlSi7Mg0.3 Cast Aluminum Alloy
S. Savelli, J.Y. Buffière, P.-. Jouneau and R. Fougères 203

Behavior of Hydrogen in Superheated Aluminum and its Alloys Melt
X.Z. Li and X.F. Bian 209

Solidification Behavior of AA6111 Automotive Alloy
X.G. Chen and J. Langlais 215

Microstructural Effects on the Strength-Ductility Relationship of Al-7Si-Mg Casting Alloys
C.H. Cáceres 223
A Comparative Study of the Precipitation Sequences in Two AlSi7Mg Casting Alloys and their Composites Reinforced by 20 % Al2O3 Discontinuous Fibres
A. Zanada and G. Riontino 229

Metallurgical Aspects of Thixoforming of AlMgSi - Wrought Alloys
G.-. Gullo, K. Steinhoff and P.J. Uggowitzer 235

Effect of Mechanical Stirring on Semi-Continuous Casting of an Al-5.5%Zn-2.5%Mg-1.5%Cu Alloy

Development of Non-Dendritic Microstructures in AA6061 Cast Billets
X.D. Zhang, T.A. Chadwick and J.D. Bryant 247

Effect of Grain Refiner on Intermetallic Phase Formation in Directional Solidification of 6xxx Series Wrought Al Alloys
G. Sha, K. O'Reilly, B. Cantor, R. Hamerton and J. Worth 253

Mechanical Behaviour of 319 Heat Treated Thixo Cast Bars
E. Cerri, M. Cabibbo, P. Cavaliere and E. Evangelista 259

Microstructural Observations of Cracking in AA5182 at Semi-Solid Temperatures
W.M. van Haaften, W.H. Kool and L. Katgerman 265

Grain Formation in AlSi7Mg0.35 Foundry Alloy at Low Superheat

Influence of Mg Content on the Microstructure and Solid Solution Chemistry of Al-7%Si-Mg Casting Alloys During Solution Treatment
J.A. Taylor, D.H. StJohn, J. Barresi and M.J. Couper 277

Melt Treatment of A357 Alloy by Flux Injection
P.Y. Liu, J. Jia and J.J. Guo 283

The Effect of the Melt/Mould Interface upon the As-Cast Surface Solidification Microstructure of Al4.5wt%Cu
M. Gallerneault and E.S. Luce 289

Hardness-Strength Relationships in Cast Al-Si-Mg Alloys
M. Tiryakioğlu, J. Campbell and J.T. Staley 295

The Influence of Gravity on the Composition of Directionally Solidified Al-In Hypermonotectic Binary Alloy
T. Mori, Y. Sako, M. Li and H. Iwasaki 301

Heredit of Hydrogen in Al Alloys during Melting Process
Z.H. Zhang, X.F. Bian and X.F. Liu 307

Influence of Process Parameters on the Microstructure in the Strip Casting Process
E.N. Straatsma, W.H. Kool and L. Katgerman 313

A Surface-Oriented Fluid and Thermal Micro-Model of a Strip Casting Process
M. Gallerneault and A. Gerber 319

The Relationship of the Inclusions and Hydrogen Content in the Molten Aluminum Alloys
H. Cong and X.F. Bian 325

Change of Fluidity of Aluminum Superalloy 1151 (Al-Cu-Mg) During its Alloying by Transition Metals
E.F. Chirkov, Y.M. Dolzhanski and I.N. Fridlyander 331

The Simulation of the Viscosity of Liquid Aluminum using the Tight-Binding Potential
M. Sun, H.R. Geng, X.F. Bian and Y. Liu 337

Medium Range Order and Microstructure of Al-1% Fe Alloy
X.F. Bian, J.Y. Qin, W.M. Wang and X.G. Qi 343

Structures of Liquid Al-Si Alloy Modified by Sr
X.F. Bian, W.M. Wang and J.Y. Qin 349

Solidification Behavior of Al-18%Si Alloy under Direct Magnetic Field

Effect of Strontium Modification on Hydrogen Content and Porosity Shape of Al-Si Alloys
X.F. Bian, Z.H. Zhang and X.F. Liu 361

The Size Sudden Change and Structure Evolvement of the Macro-grains of Al-Si Alloys
X.F. Liu, G.H. Qi and X.F. Bian 367

Electromagnetic Stirring and the Cleanness of AlTiB Master Alloys
Z.G. Zhang, X.F. Liu and X.F. Bian 373
Formation and Prevention of Snow-shaped Speckles on the Worked-face of Al-Si Alloys
G.H. Qi, X.F. Liu and X.F. Bian 379

A New Grain Refining Technique for Pure Al by Addition of Molten AlTiB Master Alloys
X.F. Liu, X.F. Bian and J. Ma 385

Grain Refinement of Cast Al Alloys by Al-B Master Alloy

Effect of Low Frequency Mechanical Vibration on Structure and Properties of Al-20% Si Alloy
V. Orlov, A.M. El-Sheikh and D. Gilliland 397

Microstructural Evolution of Aluminium-Magnesium Alloys during Thermomechanical Processing
Q. Zhu and C.M. Sellars 409

Practical Application of Modeling in the Industrial Sheet Production
J. Hirsch, K.F. Karhausen and P. Wagner 421

Influence of Strain Path on Forming Limit Strains in Aluminum
S. Kohara 431

Hot Workability of High Strength 6060 Alloy
H.J. McQueen and M.J. Lee 437

Significance of Deformation Mode in Hot Deformation
S.B. Davenport, I. Todd and S. van der Zwaag 443

Hot Workability of the 2618 Aluminium Alloy
S. Spigarelli, F. Bardi and E. Evangelista 449

Creep Age Forming of 2024A, 8090 and 7449 Alloys
P.D. Pitcher and C.M. Styles 455

Reactive Spray Deposited and Thermomechanically Processed Al-Mg-Mn Alloys
S.L. Dai, J.P. Delplanque and E.J. Lavernia 461

Structure Analysis of 3104 Aluminium Alloy Applied to Deep Drawing
A. Kliszewska, M. Lech-Grega, J. Zelchowski and W. Szynski 467

Stationary Stage of Hot Deformation and Superplasticity of Aluminium Alloys
Y. Vainblat, V. Davydyov and N. Sharshagin 471

Control of Grain Structure through Transition Elemental Additions in an Al-Li Base Alloy
V. Singh and A.A. Gokhale 477

Improving the Forming Characteristics of Aluminium Sheets for Aerospace Applications
R. Dif, B. Bés, D. Daniel, P. Lassince and H. Ribes 483

Microstructural and Mechanical Characterization of Shear Formed Aluminum Alloys for Airframe and Space Applications
L.P. Troeger, M.S. Domack and J.A. Wagner 489

Aluminum Hollow Sphere Processing
J.H. Nadler, T.H.J. Sanders and J.K. Cochran 495

Deformation Properties of Al-Mg Alloy 5086 in Laboratory and Explosive Tests

Lubricant Applying Effect in Ductile Metal Cutting
T. Kanieeda and S. Takatuki 507

Nucleation, Growth and Coarsening of Spherical Precipitates in Aluminum Alloys
C. Sigli 513

Production of Ultrafine Microstructures in Al-Sn, Al-Sn-Cu and Al-Sn-Cu-Si Alloys for Use in Tribological Applications
S.J. Harris, D.G. McCartney, A.J. Horlock and C. Perrin 519

Mechanical Response of AA7075 Aluminum Alloy over a Wide Range of Temperatures and Strain Rates
Z. Jin, W.A. Cassada, C.M. Cady and G.T. Gray III 527

Adaptive Numerical Modelling of Commercial Aluminium Plate Performance
S. Christensen, J.S. Kandola, O.P. Femminella, S.R. Gunn, P.A.S. Reed and I. Sinclair 533

Alloy 5005: Hot Workability in Relation to Other Al-Mg Alloys
H.J. McQueen and J. Belling 539
Microstructural Evolution of the Deformed State during Severe Deformation of an ECAE Processed Al-0.13%Mg Alloy  
J.R. Bowen, P.B. Prangnell and J.F. Humphreys  
545

Industrial Verification of Microstructural Models for Thermomechanical Processing by Application to Hot Rolling of AA3104  
551

Modelling the Work Hardening in ColdRolled and Annealed Aluminium Sheet  
B. Forbord, K. Marthinsen and E. Nes  
557

Linking Plane Strain Compression Tests on AA6063 to Laboratory Scale Extrusion via Constitutive Equations  
J. van de Langkruis, R. Bergwerf, S. van der Zwaag and W.H. Kool  
565

The Effect of Chemical Composition and Microstructure on the Flow Stress during Hot Deformation of Aluminium Alloys  
B. Ronning, K. Nord-Varhaug, T. Furu and E. Nes  
571

Improvement Methods of Bending Accuracy for 6000 Series Aluminum Alloy Extruded Shapes in Press Bending  
O. Hasegawa and H. Nishimura  
577

Characterization of Bendability in Automotive Aluminum Alloy Sheets  
583

Aluminum Quenching Technology: A Review  
G.E. Totten and D.S. Mackenzie  
589

Effects of Zirconium Addition and Solute Iron Concentration on the Softening Behavior of 6101 Aluminum Conductor Alloy  
T. Ikeda, T. Muto and K. Morimoto  
595

Hot Deformation to High Strains; Microstructure, Texture and Flow Stress Behaviour  
T. Pettersen and E. Nes  
601

Factors Affecting Grain Refinement in Equal-Channel Angular Pressing  
D. Yamaguchi, Z. Horita, T. Fujinami, M. Nemoto and T.G. Langdon  
607

Highly Efficient and Energy-Saving Production Technology of Wires of Different Profiles  
W. Bochniak and A. Korbel  
613

Study of the Damage of AA 8006 Twin-Roll Cast Thin Sheets during Forming of Heat Exchanger Fins  
M. Karlík, J. Siegl, M. Slámová and Y. Birol  
619

High Feed Rate Drilling of Aluminum Alloy  
K. Sakurai, K. Adachi, G. Kawai, T. Sawai and K. Ogawa  
625

Formability of Al-Mg Alloy at Warm Temperature  
K. Takata, T. Ohwue, M. Saga and M. Kikuchi  
631

Taper Spinning of Circular Tube  
M. Murata and R. Saito  
637

Ironing on Circular Tube for Reduction of Weight  
M. Murata and H. Miki  
643

Retrogression and Reaging of 7075 T6 Aluminum Alloy  
P. Fleck, D. Calleros, M. Madsen, T. Trinh, D. Hoang, J. Foyos, E.W. Lee and O.S. Es-Said  
649

Alternate Heat Treatments of C458 Aluminum Lithium Alloy  
655

The Effect of Processing Parameters on the Mechanical Properties and Distortion Behavior of 6061 and 7075 Aluminum Alloy Extrusions  
663

Effects of Quenching Conditions on Two-Step Aging Behavior of Al-Mg-Si Alloys  
K. Yamada, T. Sato and A. Kamio  
669

Extrusion with Changing on Inside Diameter of Circular Tube  
T. Makiyama, M. Murata and K. Hasegawa  
675

Microstructural Development in Aluminium Alloys AA1050 and AA3103 - Characterisation and Modelling of Cold Rolled and Annealed Samples  
J. Hagström, H.E. Ekström and L. Östensson  
681

The Connection between Recovery and Glide Type in Aluminum and Al-Mg  
D. Kuhlmann-Wilsdorf  
689
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Effect of Dispersoids on the Recrystallization Behavior of a High-Purity Al-1.3 Mn Alloy</td>
<td>703</td>
</tr>
<tr>
<td>Property Anisotropy in Magnesium Containing Aluminium Alloys</td>
<td>715</td>
</tr>
<tr>
<td>Fine Recrystallized Grain Structure by Dispersion of Eutectics in Al-Fe-Mn Alloy</td>
<td>727</td>
</tr>
<tr>
<td>Large Strain Deformation Textures and Microstructures of an Al-Mg-Si Alloy</td>
<td>733</td>
</tr>
<tr>
<td>Hot Deformation Microstructures of Al-1%Mn Single Crystals</td>
<td>739</td>
</tr>
<tr>
<td>On Parameters Related to Continuous and Discontinuous Recrystallization and Subsequent Grain Growth</td>
<td>745</td>
</tr>
<tr>
<td>Rolling and Recrystallization Textures in Al-Si Alloys</td>
<td>751</td>
</tr>
<tr>
<td>The Temperature Compensated Time Concept as a Tool for the Modelling of Aluminium Alloys</td>
<td>757</td>
</tr>
<tr>
<td>Experimental Investigation of Particle Break-up during Cold Deformation of Non Heat Treatable Aluminium Alloys</td>
<td>763</td>
</tr>
<tr>
<td>Development of Deformation and Recrystallization Orientations during Hot Rolling of Al-4.5Mg Alloy</td>
<td>769</td>
</tr>
<tr>
<td>The Effect of Initial Orientations on Recrystallization Textures in Aluminum Alloy 3004</td>
<td>775</td>
</tr>
<tr>
<td>Influence of Extrusion Parameters on Microstructure and Texture of AlSi25Cu4Mg1</td>
<td>781</td>
</tr>
<tr>
<td>Influence of Hot Deformation Parameters on Texture and Earing Behaviour of AA5005</td>
<td>787</td>
</tr>
<tr>
<td>Effect of Scandium on Recrystallization of Aluminum and its Alloys</td>
<td>793</td>
</tr>
<tr>
<td>Recrystallization Performance of AA7050 Varied with Sc and Zr</td>
<td>799</td>
</tr>
<tr>
<td>Recrystallization of Extruded Profiles - Centre and Surface Areas</td>
<td>805</td>
</tr>
<tr>
<td>Fine Grain Structure of High-Mn Aluminum Alloy Sheets</td>
<td>811</td>
</tr>
<tr>
<td>Microtextural Evolution during Superplastic Deformation in AA8090 Al-Li Alloy</td>
<td>817</td>
</tr>
<tr>
<td>Cube Texture in A3004 Alloy Sheet Processed by Partial Annealing and Light Rolling Method</td>
<td>823</td>
</tr>
<tr>
<td>Differences in Structure Evolution of Twin-Roll Cast AA8006 and AA8011 Alloys during Annealing</td>
<td>829</td>
</tr>
<tr>
<td>Effect of Cu and Zn Addition on the Hot Deformation Behavior of Al-5.5wt.%Mg Alloys</td>
<td>835</td>
</tr>
<tr>
<td>Grain Structure Control of Flat Extruded AA6082 Alloy</td>
<td>843</td>
</tr>
<tr>
<td>Effect of Rolling Orientation on the Mechanical Properties and Crystallographic Texture of 2195 Aluminum - Lithium Alloy</td>
<td>849</td>
</tr>
<tr>
<td>Effect of Si Content on Texture Development in Al-Mg Alloys</td>
<td>855</td>
</tr>
</tbody>
</table>
The Effect of Small Particles during Recrystallization of Cold Worked AA6061 and AA7032 Aluminium Alloys
M.R. Clinch, S.J. Harris, W. Hepples, N.J.H. Holroyd and J.V. Wood 861

Texture and Grain Structure of Al-Li-Mg-Zr-Sc Alloy Sheets

Refinement of Recrystallized Grains in Al-Mg Alloys Induced by Super-High-Reduction Rolling and Consequent Annealing
A. Niikura and Y. Bekki 871

Formation of nm-Size Dispersoids from Supersaturated Solid Solutions of Aluminium
E. Hornbogen 879

Modelling of the Transition Kinetics in Al-Alloys
U. Schmidt and B. Schmidt 889

Characterization of Aluminum-Beryllium Alloy Sheet
D. Bowden, C. Pokross, D. Kaczynski and G. London 901

Al-Li Alloy 1441 for Fuselage Applications
R.K. Bird, D.L. Dicus, I.N. Fridlyander and V.S. Sandler 907

Development of Non-Heat-Treatable Automotive Aluminum Sheet Alloys
S.K. Das, H.W. Hayden and G.B. Barthold 913

Russian Aluminum Alloys for Aerospace and Transport Applications
I.N. Fridlyander 921

Interaction between 0°-Al₃Cu and Al₃Sc in the Heterogeneous Precipitation in an Al-Cu-Sc Alloy
M. Nakayama, T. Okuyama and Y. Miura 927

Monitoring the Precipitation Reactions in a Cold Rolled Al-Mn-Mg-Cu Alloy using Thermoelectric Power and Resistivity Measurements
S. Vooijs, B. Davenport and S. van der Zwaag 933

Contribution of Al₁Sc to Recrystallization Resistance in Wrought Al-Sc Alloys
Y.W. Riddle and T.H.J. Sanders 939

Distribution of Mn- and Cr-Containing Dispersoids in Al-Mg-Si-Alloys
L. Lodgaard and N. Ryum 945

Precipitation in Deformed Al-Fe and Al-Fe-Si Dilute Alloys
H. Tsubakino, A. Yamamoto, T. Kato and A. Suehiro 951

AlMgSc Alloys for Transportation Technology

On the Origin of the High Resistance to Coarsening of Ω Plates in Al-Cu-Mg-(Ag) Alloys Using Z-Contrast Microscopy
C.R. Hutchinson, X. Fan, S.J. Pennycook and G.J. Shiflet 965

Electrical Conductivity Variations in X2096, 8090, 7010 and an Experimental Aluminium Lithium Alloy
J.S. Robinson and R.L. Cudd 971

Observations of the Effect of Zn on Precipitation Processes in an Al-Cu-Mg-Ag Base Alloy
B.T. Sofyan, K. Raviprasad and S.P. Ringer 977

T₆ and T₇₈ Tempers of AA6065 Alloy: A Quantitative TEM Study
M. Tanaka and T. Warner 983

HRTEM Observation of G.P. Zones and Metastable Phase in Al-Mg-Si Alloys

Electrical Resistivity Studies on the Precipitation Behaviour of AA6111
S. Esmaeili, W.J. Poole and D.J. Lloyd 995

Structural Phase Transition in Al-Cu-Mg-Si and Al-Mg-Si Alloys: Ordering Mechanisms and Crystallographic Structures
C. Cayron and P.A. Buffat 1001

Influence of Guinier-Preston Zone Formation on Plastic Instabilities in Depth Sensing Indentation Tests
N.Q. Chinh, F.F. Csikor and J. Lendvai 1007

The Growth Morphology and Nucleation Mechanism of Primary L1₂ Al₃Sc Particles in Al-Sc Alloys
K.B. Hyde, A.F. Norman and P.B. Prangnell 1013
<table>
<thead>
<tr>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>HRTEM Observation of GP Zones in Al-Ag Alloy</td>
<td>1019</td>
</tr>
<tr>
<td>DSC Investigation of Natural Ageing in High-Copper AlCuMg Alloys</td>
<td>1025</td>
</tr>
<tr>
<td>Determination of Vacancy-Sc Interaction Energy by Electrical Resistivity Measurements</td>
<td>1031</td>
</tr>
<tr>
<td>The Effect of Sc on the Formation and Growth of PFZ in Al-Li Alloys</td>
<td>1037</td>
</tr>
<tr>
<td>Sequence of Precipitation of T₂ and δ Phases during Ageing of Al-Li Alloy 8090C</td>
<td>1043</td>
</tr>
<tr>
<td>The Heat Treatment of Al-Cu-Li Alloys Ensured the Stability of Structure and Properties at Long Low Temperature Exposure</td>
<td>1049</td>
</tr>
<tr>
<td>Effects of Cu on Precipitation in Al-Zn-Mg Alloys</td>
<td>1055</td>
</tr>
<tr>
<td>Mechanism of Nucleation and Precipitation in Li Containing Al-Zn-Mg-Cu Alloys</td>
<td>1061</td>
</tr>
<tr>
<td>Influence of Cd and Sn on the Kinetics of the GP Zones Formation in Al-Zn-Mg</td>
<td>1067</td>
</tr>
<tr>
<td>Analysis of Precipitation and Dissolution in Overaged 7xxx Aluminium Alloys using DSC</td>
<td>1071</td>
</tr>
<tr>
<td>Hardening and Defect Structures in Thermomechanically Processed Al-2.5Cu-1.5Mg (wt.% Alloy)</td>
<td>1077</td>
</tr>
<tr>
<td>A DSC and TEM Study of Precipitation in T1 and T4 Treated Al-Mg-Si Alloys</td>
<td>1083</td>
</tr>
<tr>
<td>Decomposition of Solid Solution of the AA5083 Alloy upon Exposure to Elevated Temperatures</td>
<td>1089</td>
</tr>
<tr>
<td>Effect of the Solutionizing Treatment on the Precipitation Sequence during Ageing of an Al-4.22wt.%Mg-0.58wt.%Cu Alloy</td>
<td>1095</td>
</tr>
<tr>
<td>Recent Improvement in High Strength Thick AA7050-Plate</td>
<td>1101</td>
</tr>
<tr>
<td>'Sc Effect' of Improving Mechanical Properties in Aluminium Alloys</td>
<td>1107</td>
</tr>
<tr>
<td>The Application of the Solute Sweeping Model for Grain Boundary Liquidation during Welding and Sub-Solidus Annealing of an Al-Cu Alloy</td>
<td>1113</td>
</tr>
<tr>
<td>High Resolution Elemental Maps of Precipitates in Al-Mg-Si Alloy by EFTEM</td>
<td>1119</td>
</tr>
<tr>
<td>Effects of Excess Si, Excess Mg and Fe on Precipitation in 6061 Aluminum Alloys during Recycling Process</td>
<td>1125</td>
</tr>
<tr>
<td>Al-X (X=Nb, Cr, Fe) Ultra-High Strength In-Situ Composite Wire</td>
<td>1133</td>
</tr>
<tr>
<td>Processing Map for Hot Working AA2024 Composites Reinforced with SiC Particle</td>
<td>1139</td>
</tr>
<tr>
<td>Feasibility of Synthesising Lightweight Nanophase Al Materials by Mechanical Alloying</td>
<td>1145</td>
</tr>
<tr>
<td>Crystallisation in Amorphous AlDy(Ni, Co)-Alloys</td>
<td>1151</td>
</tr>
<tr>
<td>Effect of Mg Addition on the Structures and Mechanical Properties of Rapidly Solidified Al-Transition Metal Alloys</td>
<td>1157</td>
</tr>
</tbody>
</table>
A Study on the Ageing Behaviour of Al / SiCp Composites
H.N. Yoshimura, H. Goldenstein and M.C. Gonçalves
1163
Fabrication and Refinement of 6061(p)/6063 Aluminum Laminate by Accumulative Roll-Bonding (ARB) Process
S.H. Lee, Y. Saito, T. Sakai, H. Utsunomiya and N. Tsuji
1169
Influence of Ultrafine Ceramic Reinforcement on the Microstructure and Properties of Al-Li-Mg Alloys
A.J. Shakesheff, R. Bushby, T. Gerique, L. Lazzeri and M. de Sanctis
1175
δ’ Precipitation Kinetics of SiC Particle Reinforced 8090 Al-Li Alloy
I. Gutiérrez, J.J. Amigo, M.L. Nó and J. San Juan
1181
Extrusion Modelling of Aluminum Particulate Composites
H.J. McQueen and E.V. Konopleva
1187
Influence of Ultrafine Ceramic Reinforcement on the Microstructure and Properties of Al-Li-Mg Alloys
A.J. Shakesheff, R. Bushby, T. Gerique, L. Lazzeri and M. de Sanctis
1175
Precipitation Sequence of Al2O3/Al-Cu-Mg and Al-Mg-Si Composite Materials
S. Ikeno, H. Matsui, K. Matsuda and Y. Uetani
1193
The Effect of TM-Additions on Mechanical Properties of High-Alloyed Al-Zn-Mg-Cu PM Alloys
O.D. Neikov, A.I. Sirko and N.P. Zakharova
1199
Mössbauer Investigation on Phase Transformation in Rapidly Solidified (RS) Al-Fe-V-Si-Nd Nanoalloy
P. Hua and Z. Meiguang
1205
In Situ Dispersion of Yttrium and Calcium Oxides in Mechanically Alloyed Al-Y and Al-Ca Alloys
J. Kāneko, M. Sugamata and M. Okubo
1209
Microstructure and Mechanical Properties of 2024Al-Fe-Ni PM Alloys Consolidated by Equal Channel Angular Pressing
K. Matsuki, T. Aida, T. Takeuchi and J. Kusui
1215
Impact Behaviour of CHA/L (Glass/Epoxy-Aluminum) Laminates
V.V. Sidelnikov, V.S. Sandler, L.I. Aniňovskaya, O.G. Senatorova, A.B. Lyamin, I.N. Fridlyander and T.A. Kurdyukova
1221
Preparation of Al-Fe-V-Si Nanocrystalline Powders by Double Mechanical Alloying
L.J. Zheng, J.X. Lin, B.S. Li, B.J. Zhang and M.K. Tseng
1225
The ALFLOW-Model - A Microstructural Approach to Constitutive Plasticity-Modelling of Alumínium Alloys
K. Marthinsen and E. Nes
1231
Mechanical Behavior of Thin Sheets Machined from AA7050-T7451 Plate
M.P. Miller, E.J. Harley, T.J. Turner, A.J. Beaudoin and W.A. Cassada
1243
Influence of Different Minor Additions on Structure and Properties of High-Strength Al-Zn-Mg-Cu Alloy Sheets
O.G. Senatorova, A.N. Uksusnikov, S.F. Legoshina, I.N. Fridlyander and I.P. Zhigina
1249
Neurofuzzy and SUPANOVA Modelling of Structure-Property Relationships in Al-Zn-Mg-Cu Alloys
O.P. Femminella, M.J. Starink, S.R. Gunn, C.J. Harris and P.A.S. Reed
1255
Effects of Damaged Coarse Inclusion Particles on Mechanical Properties of Wrought Aluminum Alloys
H. Toda, A. Takahashi and T. Kobayashi
1261
Effect of Strain State on a Yield Anisotropy Model for Materials Strengthened by Plate-Shaped Precipitates
T.S. Anderegg and J.A. Wert
1267
On the Direct Estimation of Ductility from Fracture Surfaces of an Aged Al-Si-Ge Alloy
O.A. Hilders, N. Peña, M. Ramos, L. Berrio and L. Saenz
1273
A Finite Element Analysis of Strengthening Effects of Plate-Like Particles in a Metal Matrix
A.W. Zhu and E.A.J. Starke
1279
Isotropism of Compression Yield Strength in the Deformed Aluminum Alloys
1285
Loss of Strength within the Heat Affected Zone of Al-Cu and Al-Cu-Li Alloys
R.P. Martukanitz, A.L. Wilson and P.R. Howell
1291
Role of Hardening Solutes on the Microstructure and Strength of AA6111 Automotive Alloy
A.K. Gupta, J.B. Bookbinder, H.S. Sang and D.J. Lloyd
1297
Yield Point Elongation in Al-Mg Alloys
H. Inagaki and T. Komatsubara

Improvement in Bake Hardening Response of Al-Si-Mg Alloys

Influence of SSTT, Ageing Regime and Stretching on IGC, Complex of Properties and Precipitation Behavior of 6013 Alloy

Modelling of Strengthening of Al-Li-Cu-Mg alloys
M.J. Starink, A.J. Hobson and P.J. Gregson

Effect of Precipitates on Plastic Anisotropy of Polycrystalline Aluminum Alloys
S.H. Choi, F. Barlat and J. Liu

The Effect of Quench Rate on the Microstructure and Properties of AF/C-458 and AF/C-489 Al-Li-Cu-X Alloys
A.A. Csontos, B.M. Gable, A. Gaber and E.A.J. Starke

The Role of Mechanical Stretch on Processing-Microstructure-Property Relationships of AF/C 458
B.M. Gable, A.A. Csontos and E.A.J. Starke

Texture / Yield Strength Correlations in Al-Li Near-Net-Shape Extrusions
S.J. Hales and R.A. Hafl ey

Reduction of Toughness in Aluminium-Lithium Alloys Caused by Long Term Exposure at Low Temperatures
B. Noble, S.J. Harris and K. Dinsdale

Observation of Dislocation Multiple Cutting of the Semicoherent Precipitate in Al-Cu-Mg-Ag Alloy
B.Q. Li and F.E. Wawner

Structure and Properties of 1933 Cruciform Large Fitting Blanks
I.N. Fridlyander, E.A. Tkachenko, A. Galliot, J. Koshorst, V.Y. Valkov and V.V. Budanov

A Study of the Influence of Plastic Strain upon Fractal Dimensional Increment of an Aged Al-Si-Ge Alloy Based on Synthetic Fractal Profiles and Dimple Pattern of Fracture
O.A. Hilders, N. Peña and M. Ramos

The Precipitation and Mechanical Properties of Al-Li-Mg-Si Alloys
R. Chen, C.Q. Chen, Z. Huang and Y.G. Zhang

Stress Relaxation in Al Alloys of Al-Mg-Mn, Al-Mg-Sc and Al-Mg-Li-Systems
O.A. Setjukov and I.N. Fridlyander

Substructure Strengthening in Aluminium Alloys
K. Nord-Varhaug, B. Forbord, J. Benestad, T. Pettersen, B. Rønning, A. Bardal, S. Benum, K. Marthinsen and E. Nes

Structure and Properties of Sheets of 1424 Alloy

The Structural Integrity of Cast Aluminium Automotive Components Subjected to Fatigue Loads

Lessons Neglected: Effects of Moist Air on Fatigue and Fatigue Crack Growth in Aluminum Alloys
G.H. Bray, R.J. Bucci and R.L. Brazill

On the Growth of Small Fatigue Cracks in Two Squeeze-Cast Aluminum Alloys
S. Ishihara, K. Shiozawa and A.J. McEvily

Numerical Modelling of Particle Distribution Effects on Fatigue in Al-SiC_p Composites
J. Boselli, P.D. Pitcher, P.J. Gregson and I. Sinclair

Influence of Mean Strains on the Isothermal Fatigue Behaviour of the Cast Aluminium Alloy AlSi10Mg Reinforced with 15 Vol.-% Al_2O_3 (Saffil) Short Fibers
T. Beck, K.H. Lang and D. Löhe

Microstructural Influences on Fatigue Crack Initiation and Early Growth Behaviour in Plain Bearing Al-based Linings
M.R. Joyce, S. Syngellakis and P.A.S. Reed

Effect of Specimen Surface Layer on Fatigue Strength of an Al-1.2%Si Alloy
K. Nakagawa, T. Kanadani, Y. Kaneda, N. Hosokawa and T. Tanimoto
Fatigue of an Al-Si Gravity Die Casting Alloy
C.M. Styles and P.A.S. Reed 1457

Low Cycle Fatigue at Room Temperature of Over Ageing Cast Aluminium Alloys
I. Guillot, C. Evrard, D. Massinon and M. Clavel 1463

Fracture Mechanism of Dispersion Strengthened Al-Al,C,M Materials
M. Besterci, J. Ivan and L. Kovác 1469

Numerical Modelling of Roughness and Plasticity Induced Crack Closure Effects in Fatigue
M.R. Parry, S. Syngellakis and I. Sinclair 1473

Effect of Temper on Environmental Fatigue Crack Propagation in 7000-Series Aluminum Alloys
Z.M. Gasem and R.P. Gangloff 1479

Fatigue Properties of the Aluminium Alloys 6013 and Al-Mg-Sc
T. Wirtz, G. Lütjering, A. Gysler, B. Lenczowski and R. Rauh 1489

Enhanced Creep Resistance in Underaged Aluminum Alloys
R.N. Lumley, A.J. Morton and I.J. Polmear 1495

Creep Strain and Strain Rate Response of 2219 Al Alloy at High Stress Levels
K.M. Taminger, J.A. Wagner and W.B. Lisagor 1501

On the Influence of Stress and Strain on the Coarsening of Precipitates in Al-alloys under Creep Conditions
J. Murken, O. Girard, R. Höhner, B. Skrotzki and G.F. Eggeler 1507

Deformation and Fracture Behaviors of an Al-Li Alloy under Slow Tensile and Bending Conditions
Y. Zhang, S.S. Yang, W. Yu and Z.Q. Hu 1513

Friction Wear of Commercial Aluminum Alloys
M. Niinomi, K. Fukunaga and J. Takeda 1519

Dispersoid and Grain Size Effects on Fatigue Crack Growth in AA2024-Type Alloys
Y. Xu, P.J. Gregson and I. Sinclair 1525

Effect of Trace Impurities on Intergranular Fracture of Aluminum Alloys
S. Kuramoto, K. Horikawa and M. Kanno 1531

Fatigue and Heat Transfer Behaviour of Shot Peened Aluminium Alloy for Automobile Applications
V.S. Nadkarni and M.C. Sharma 1537

Effects of Variable Amplitude Loading on Fatigue Crack Propagation Behaviour of Microcracks in Al-Zn-Mg-Cu Alloys
M. Suzuki, J.O. Peters, G. Lütjering and A. Gysler 1543

The Effects of Micro-Texture and β' Particle Distribution on Short Fatigue Crack Growth in an Al-Li 8090 Alloy
T.G. Zhai, A.J. Wilkinson and J.W. Martin 1549

Nature of Precipitates in Peakaged and in Subsequently Crept Al-Ge-Si Alloy
A.K. Mukhopadhyay, J. Murken, B. Skrotzki and G.F. Eggeler 1555

Structural Evolution in the Ageing AlZn4,7Mg1,2 Alloy After Control Heat Treatment and Fatigue Investigation
M. Lech-Grega, M.W. Richert, A. Kłyszewski and H. Buglacki 1561

J.M. Fragomeni 1567

Hydrogen Solubility, Diffusion and Trapping in High Purity Aluminum and Selected Al-Base Alloys
J.R. Scully, G.A. Young Jr. and S.W. Smith 1583

Intergranular Hydrogen Trapping in Al-Mg: A Monte Carlo Simulation
D. Tanguy and T. Magnin 1601

Hydrogen Permeation through an Al-0.2 at% Mg Alloy
A. Takasaki, Y. Furuya and T. Kino 1607

Understanding and Modelling the Mechanical and Corrosion Properties of 6056 for Aerospace Applications
R. Dif, B. Bès, J. Ehrström, C. Sigli, H. Mayet, P. Lassince and H. Ribes 1613

Environment-Assisted Cracking of Al 2195 Alloy
L. Gan and E.I. Meletis 1619
The Electrode Potential Dependence of Environment-Assisted Cracking of AA 7050
K.R. Cooper, L.M. Young, R.P. Gangloff and R.G. Kelly
1625

The Influence of Microstructure on the Formation of Stress Corrosion Cracks in 7XXX Series Aluminium Alloys
G. Deshais and S.B. Newcomb
1635

The Electrochemistry of θ (Al₂Cu), S (Al₂CuMg) and T₁ (Al₂CuLi) and Localized Corrosion and Environment Assisted Cracking in High Strength Al Alloys
R.G. Buchheit
1641

Effect of Thermal Exposure on the Corrosion Properties of an Al-Mg-Sc Alloy Sheet
R. Braun, B. Lenczowski and G. Tempus
1647

Influence of Retrogressing and Reaging on the Stress Corrosion Cracking Resistance of 7010
J.S. Robinson
1653

Hydrogen Effects During SCC Propagation of Al-5Mg in 30g/l NaCl Solutions
D. Tanguy, B. Bayle, R. Dif and T. Magnin
1659

Effect of Surface on Hydrogen Permeation through Pure Aluminum
Y. Furuya, A. Takasaki, M. Koga and T. Kino
1665

Intergranular Corrosion and Exfoliation Corrosion Behaviours of Al-Li Alloys
Z. Zhu, Y. Zhang and W.M. Zhang
1671

The Influence of the Deoxidization on the Aluminum Alloys
Q.Y. Zhang, X. Wu and W. Wang
1677

Corrosion and Environment-Assisted Cracking Behavior of Friction Stir Welded Al 2195 and Al 2219 Alloys
W. Hu and E.I. Meletis
1683

The Effect of Microstructure on Intergranular Corrosion Resistance of 6061 Alloy Extrusion
T. Minoda and H. Yoshida
1689

Investigation of Cerium Salt/Sulfuric Acid Anodizing Technology for 1420 Aluminum Alloy
D. Li, Y.P. Deng, B.L. Guo and G.Q. Li
1695

Friction Stir Welding of High Strength Aluminum Alloys
K.V. Jata
1701

High Resolution EBSD Analysis of the Grain Structure in an AA2024 Friction Stir Weld
A.F. Norman, I. Brough and P.B. Prangnell
1713

Processing-Property Correlation in Friction Stir Welds
A.P. Reynolds, W.D. Lockwood and T.U. Seidel
1719

Microstructure of Friction Stir Welded Joints in AA5182
H.O. Jin, C. Ko, S. Saimoto and P.L. Threadgill
1725

Statistical Tensile Strength Characteristics of Aluminum Alloy Pipe and Steel Pipe Friction Welded Joints
G. Kawai, K. Ogawa, R. Tsujino, H. Yamaguchi and H. Tokisue
1731

The Mechanism of Braze Metal Penetration by Migration of Liquid Films in Aluminium
M. Nylén, U. Gustavsson, W.B. Hutchinson and Å. Karlsson
1737

Grain Boundary Melting or Liquid Film Migration in Brazing Sheet
A. Wittebrood, C.J. Kooij and K. Vieregge
1743

Effect of Welding Techniques on Microstructure and Mechanical Properties of Aluminium-Lithium Alloy Welds
G.M. Reddy, A.A. Gokhale, V.K. Saxena and K.P. Rao
1751

Microstructural and Mechanical Characterization of a Friction Stir Welded Al-Alloy
B. Heinz, B. Skrotzki and G.F. Eggeoler
1757

Welding Phenomena of Aluminum-Copper Alloy in Electron Beam Welding
K. Nogi, Y. Sumi, Y. Aoki, T. Yamamoto and H. Fujii
1763

Influence of Weld Simulation on the Microstructure and Fatigue Strength of 2195 Aluminum-Lithium Alloy
M.C. Chaturvedi and D.L. Chen
1769

Liquid Infiltration and the Formation of Ternary Eutectic Mixtures at Grain Boundaries during Welding of Aluminum-Copper Alloys using Aluminum Silicon Filler Metal
A.L. Wilson, R.P. Martukanitz and P.R. Howell
1775
Transition Metal Small Additions Effect on Hot Shortness of High-Temperature Weldable Alloy 1151 (Al-Cu-Mg)
E.F. Chirkov and Y.M. Dolzhanski 1781

Fatigue of Friction Stir Welded AlMgSi-Alloy 6082
M. Ericsson and R. Sandström 1787

Simulation of the Bending Process of an Aluminum-Rubber Profile
D. Boscher and M. Gaspérini 1793